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șȌșțȞȏȍȋȘȐ Ȓȋ ȟȓȖȝțȋȡȓȪ :         : FILTRATION EQUIPMENT  

 
 

ȚțșȟȐȜȓșȘȋȖȐȘ ȚȪȜȥȢȐȘ ȟȓȖȝȥț        PROFESSIONAL SAND FILTER 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

ȌșȌȓȘȐȘ ȚȪȜȥȢȐȘ ȟȓȖȝȥț           BOBIN WOUND SAND FILTER 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

       ȟȳȶȽɅȻȸȹ ȽɊȶȹ: ȽȻȹȴȸȹ ȬȹȬȳȸȸȹ 

ȸȫȷȹȽȫȸ, ȭɅȽȻȰɃȸȫ ȬȰȲɃȰȭȸȫ ȵȹȸȼȽȻȾȵɁȳɊ, 
ȺȻȹȳȲȭȰȯȰȸȫ ȺȻȳ ȰȯȸȹȭȻȰȷȰȸȸȹ ȳȸȱȰȵȽȳȻȫȸȰ ȸȫ 
ȿȳȬȻȹȼȽɅȵȶȹ ȳ ȼȷȹȶȫ. 
 

       ȡȭɊȽ: ȼȳȸ. 

 

       șȬȹȻȾȯȭȫȸȰ: ȮȹȻȰȸ ɃȰȼȽȺɅȽȰȸ ȭȰȸȽȳȶ ȼ 

ɀȹȶȰȸȯȻȳ Ȳȫ ȶȰȺȰȸȫ ȭȻɅȲȵȫ ȼȶȰȯ ȽɊɀ, ȻɅɂȰȸ 
ȹȬȰȲȭɅȲȯȾɃȳȽȰȶ, ȵȹȶȰȵȽȹȻȳ ȳ ȯȳȿȾȲɇȹȻ ȹȽ ɂȰȻȰȸ 
ABS, ȷȫȸȹȷȰȽɅȻ, ȺȻȹȬȵȫ Ȳȫ ȳȲȽȹɂȭȫȸȰ. 
 

       țȫȬȹȽȸȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 2,5 bar. 

       ȝȰȼȽȹȭȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 3,5 bar. 

       ȜȵȹȻȹȼȽ ȸȫ ȺȻȹȽȳɂȫȸȰ: 50 ȷ3/ɂ/ȷ2. 

       țȫȬȹȽȸȫ ȽȰȷȺȰȻȫȽȾȻȫ: max 40ÁȜ. 

       ȎȫȻȫȸɁȳɊ: 3 Ȯȹȯȳȸȳ. 
   

        Filter body: triple bobbin wound, onepiece 

construction, produced by injecting fiberglass and 
resin at once. 
 

      Color: blue. 

 

      Equipment: top mounted 6-way valve with 

unions for glue connection after them and manual 
air release valve, collectors and diffuser of black 
ABS, manometer, drain probe. 
 

     Working pressure: mȫɀ 2,5 bar. 

    Testing pressure: mȫɀ 3,5 bar. 

    Flow rate: 50 m3/h/m 2. 

     Working temperature: max 40ÁȜ. 

     Warranty: 3 years. 

ʂʘʪʘʣʦʞʝʥ 

ʥʦʤʝʨ 

ɼʠʘʤʝʪʲʨ 

mm 

ɺʠʩʦʯʠʥʘ 

mm 

ɼʝʙʠʪ 

m
3
/h 

ʇʷʩʲʢ 

ʂʛ 

ʇʨʠʩʲʝʜʠʥʷʚʘʥʝ 

ʚʝʥʪʠʣ 

10021 400 740 6,5 40-50 1 1/2" 

10022 525 840 10 85-100 1 1/2" 

10023 625 960 14 185-200 1 1/2" 

10024   710 1025 20 200-250 1 1/2" 

10025 915 1300 30 480-500 2" 

10026 1200 1600 45 780-850 2" 

       

       ȟȳȶȽɅȻȸȹ ȽɊȶȹ: ȻɅɂȸȫ ȳȲȻȫȬȹȽȵȫ, 
ȺȹȯȼȳȶȰȸȹ ȼ ȿȳȬȻȹȼȽɅȵȶȹ ȳ ȺȹȶȳȰȼȽȰȻ, ȽɊȶȹ ȹȽ 

ȯȭȰ ɂȫȼȽȳ, ȶȫȷȳȸȳȻȫȸȫ ȳ ȺȹȶȳȻȫȸȫ ȺȹȭɅȻɀȸȹȼȽ. 
 

      ȡȭɊȽ: ɂȰȻȰȸ. 
 

      șȬȹȻȾȯȭȫȸȰ: ȻɅɂȰȸ ȹȬȰȲȭɅȲȯȾɃȳȽȰȶ, 
ȼȽȻȫȸȳɂȰȸ ȶɉȵ Ȳȫ ȼȷɊȸȫ ȸȫ ȺɊȼɅȵȫ, ȼȳȼȽȰȷȫ ȹȽ 
ȾȼȳȶȰȸȳ ȺȻȹȿȰȼȳȹȸȫȶȸȳ ȯȭȹȴȸȳ ȵȹȶȰȵȽȹȻȸȳ 
ȶɅɂȳ, ȷȫȸȹȷȰȽɅȻ, ȺȻȹȬȵȫ Ȳȫ ȳȲȽȹɂȭȫȸȰ. 
 

      țȫȬȹȽȸȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 2,5 bar.  
 

     ȝȰȼȽȹȭȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 3,5 bar.  
 

     țȫȬȹȽȸȫ ȽȰȷȺȰȻȫȽȾȻȫ: max 50ÁȜ. 

 

     ȎȫȻȫȸɁȳɊ: 3 Ȯȹȯȳȸȳ. 

 

           Filter body: hand-made, reinforced with 

fiberglass and polyester, two-piece construction, 
laminated and polished surface. 
 

        Colour: black. 

 

        Equipment: manual air release valve, side 

hatch for sand removal, system of reinforced 
prefessional double collectors, manometer, drain 
probe. 
 

       Working pressure: mȫɀ 2,5 bar.  

 

        Testing pressure: mȫɀ 3,5 bar.  

 

      Working temperature: max 50ÁȜ. 

 

      Warranty: 3 years. 

ʂʘʪʘʣʦʞʝʥ 

ʥʦʤʝʨ 

ɼʠʘʤʝʪʲʨ 

mm 

ɺʠʩʦʯʠʥʘ 

mm 

ɼʝʙʠʪ 

m
3
/h 

ʇʷʩʲʢ 

ʂʛ 

ʇʨʠʩʲʝʜʠʥʷʚʘʥʝ 

ʚʝʥʪʠʣ 

10011*  800 1000 25 420 2" 

10012*  1000 1380 30 650 2" 

10013*  1200 1300 48 1200 2" 

10014   1600 2150 90 3400 ȟ110 

       
    *ȟȳȶȽȻȳȽȰ ȼȫ ȹȵȹȷȺȶȰȵȽȹȭȫȸȳ ȼ ȮȹȻȰȸ ɃȰȼȽȺɅȽȰȸ ȭȰȸȽȳȶ. 
    *Filters are equipped with 6-way valve, top mounted. 
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       ȟȳȶȽɅȻȸȹ ȽɊȶȹ: ȺȹȯȼȳȶȰȸȹ ȼ 

ȿȳȬȻȹȼȽɅȵȶȹ ȳ ȺȹȶȳȰȼȽȰȻ, ȽɊȶȹ ȹȽ ȯȭȰ ɂȫȼȽȳ, 
ȶȫȷȳȸȳȻȫȸȫ ȳ ȺȹȶȳȻȫȸȫ ȺȹȭɅȻɀȸȹȼȽ. 
 

       ȡȭɊȽ: ȼȳȸ. 

 

       șȬȹȻȾȯȭȫȸȰ: ȮȹȻȰȸ ɃȰȼȽȺɅȽȰȸ ȭȰȸȽȳȶ ȼ 

ɀȹȶȰȸȯȻȳ Ȳȫ ȶȰȺȰȸȫ ȭȻɅȲȵȫ ȼȶȰȯ ȽɊɀ, ȻɅɂȰȸ 
ȹȬȰȲȭɅȲȯȾɃȳȽȰȶ, ȵȹȶȰȵȽȹȻȳ ȳ ȯȳȿȾȲɇȹȻ ȹȽ ɂȰȻȰȸ 
ABS, ȷȫȸȹȷȰȽɅȻ, ȺȻȹȬȵȫ Ȳȫ ȳȲȽȹɂȭȫȸȰ. 
 

       țȫȬȹȽȸȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 2,5 bar. 

       ȝȰȼȽȹȭȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 3,5 bar. 

       ȜȵȹȻȹȼȽ ȸȫ ȺȻȹȽȳɂȫȸȰ: 50 ȷ3/ɂ/ȷ2. 

       țȫȬȹȽȸȫ ȽȰȷȺȰȻȫȽȾȻȫ: max 40ÁȜ. 

       ȎȫȻȫȸɁȳɊ: 2 Ȯȹȯȳȸȳ. 
   

        Filter body: reinforced with fiberglass and 

polyester, two-piece construction, laminated and 
polished surface. 
 

      Color: blue. 

 

      Equipment: top mounted 6-way valve with 

unions for glue connection after them and manual 
air release valve, collectors and diffuser of black 
ABS, manometer, drain probe. 
 

     Working pressure: mȫɀ 2,5 bar. 

    Testing pressure: mȫɀ 3,5 bar. 

    Flow rate: 50 m3/h/m 2. 

     Working temperature: max 40ÁȜ. 

     Warranty: 2 years. 

ʂʘʪʘʣʦʞʝʥ 

ʥʦʤʝʨ 

ɼʠʘʤʝʪʲʨ 

mm 

ɼʝʙʠʪ 

m
3
/h 

ʇʷʩʲʢ 

ʂʛ 

ʇʨʠʩʲʝʜʠʥʷʚʘʥʝ 

ʚʝʥʪʠʣ 

10041*  450 8 80 1 1/2" 

10042*  500 10 100 1 1/2" 

10043*  650 16 150 1 1/2" 

10044*    800 24 250 2" 

10045*  950 34 450 2" 

10046 1200 56 1000 ȟ90 

     *ȟȳȶȽȻȳȽȰ ȼȫ ȹȵȹȷȺȶȰȵȽȹȭȫȸȳ ɃȰȼȽȺɅȽȰȸ ȭȰȸȽȳȶ. 
     *Filters are equipped with 6-way valve. 

 

       ȟȳȶȽɅȻȸȹ ȽɊȶȹ ȺȹȯȼȳȶȰȸȹ ȼ 

ȿȳȬȻȹȼȽɅȵȶȹ ȳ ȺȹȶȳȰȼȽȰȻ, ȽɊȶȹ ȹȽ ȯȭȰ ɂȫȼȽȳ, 

ȶȫȷȳȸȳȻȫȸȫ ȳ ȺȹȶȳȻȫȸȫ ȺȹȭɅȻɀȸȹȼȽ. 
 

      ȡȭɊȽ: ȼȳȸ. 
 

      șȬȹȻȾȯȭȫȸȰ: ȻɅɂȰȸ ȹȬȰȲȭɅȲȯȾɃȳȽȰȶ, 
ȼȽȻȫȸȳɂȰȸ ȶɉȵ Ȳȫ ȼȷɊȸȫ ȸȫ ȺɊȼɅȵȫ, ȼȳȼȽȰȷȫ ȹȽ 
ȾȼȳȶȰȸȳ ȺȻȹȿȰȼȳȹȸȫȶȸȳ ȯȭȹȴȸȳ ȵȹȶȰȵȽȹȻȸȳ 
ȶɅɂȳ, ȷȫȸȹȷȰȽɅȻ, ȺȻȹȬȵȫ Ȳȫ ȳȲȽȹɂȭȫȸȰ. 
 

      țȫȬȹȽȸȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 2,5 bar.  
     ȝȰȼȽȹȭȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 3,5 bar.  
     țȫȬȹȽȸȫ ȽȰȷȺȰȻȫȽȾȻȫ: max 40ÁȜ. 

     ȎȫȻȫȸɁȳɊ: 2 Ȯȹȯȳȸȳ. 

 

           Filter body: reinforced with fiberglass 

and polyester, two-piece construction, laminated 
and polished surface. 
 

        Colour: blue. 

 

        Equipment: manual air release valve, side 

hatch for sand removal, system of reinforced 
prefessional double collectors, manometer, drain 
probe. 
 

       Working pressure: mȫɀ 2,5 bar.  

        Testing pressure: mȫɀ 3,5 bar.  

      Working temperature: max 40ÁȜ. 

      Warranty: 2 years. 

ʂʘʪʘʣʦʞʝʥ 

ʥʦʤʝʨ 

ɼʠʘʤʝʪʲʨ 

mm 

ɼʝʙʠʪ 

m
3
/h 

ʇʷʩʲʢ 

ʂʛ 

ʇʨʠʩʲʝʜʠʥʷʚʘʥʝ 

ʚʝʥʪʠʣ 

10031*  450 5 80 1 1/2" 

10032*  500 10 100 1 1/2" 

10033*  630 14 150 1 1/2" 

10034*    720 20 250 2" 

10035*  830 27 350 2" 

10036*  900 32 450 2" 

10037   1000 40 700 ȟ75 

    *ȟȳȶȽȻȳȽȰ ȼȫ ȹȵȹȷȺȶȰȵȽȹȭȫȸȳ ɃȰȼȽȺɅȽȰȸ ȭȰȸȽȳȶ. 
    *Filters are equipped with 6-way valve. 
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       ȟȳȶȽɅȻȸȹ ȽɊȶȹ: ȺȹȶȳȰȼȽȰȻ. 

 

       ȡȭɊȽ: ȼȳȸ. 

 

       șȬȹȻȾȯȭȫȸȰ: ȮȹȻȰȸ ɃȰȼȽȺɅȽȰȸ ȭȰȸȽȳȶ ȼ 

ɀȹȶȰȸȯȻȳ Ȳȫ ȶȰȺȰȸȫ ȭȻɅȲȵȫ ȼȶȰȯ ȽɊɀ, ȻɅɂȰȸ 
ȹȬȰȲȭɅȲȯȾɃȳȽȰȶ, ȵȹȶȰȵȽȹȻȳ ȳ ȯȳȿȾȲɇȹȻ ȹȽ ɂȰȻȰȸ 
ABS, ȷȫȸȹȷȰȽɅȻ, ȺȻȹȬȵȫ Ȳȫ ȳȲȽȹɂȭȫȸȰ. 
 

       țȫȬȹȽȸȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 2,5 bar. 

       ȝȰȼȽȹȭȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 3,5 bar. 

       ȜȵȹȻȹȼȽ ȸȫ ȺȻȹȽȳɂȫȸȰ: 50 ȷ3/ɂ/ȷ2. 

       țȫȬȹȽȸȫ ȽȰȷȺȰȻȫȽȾȻȫ: max 40ÁȜ. 

       ȎȫȻȫȸɁȳɊ: 2 Ȯȹȯȳȸȳ. 
   

        Filter body: reinforced with polyester. 

 

      Color: blue. 

 

      Equipment: top mounted 6-way valve with 

unions for glue connection after them and manual 
air release valve, collectors and diffuser of black 
ABS, manometer, drain probe. 
 

     Working pressure: mȫɀ 2,5 bar. 

    Testing pressure: mȫɀ 3,5 bar. 

    Flow rate: 50 m3/h/m 2. 

     Working temperature: max 40ÁȜ. 

     Warranty: 2 years. 

ʂʘʪʘʣʦʞʝʥ 

ʥʦʤʝʨ 

ɼʠʘʤʝʪʲʨ 

mm 

ɼʝʙʠʪ 

m
3
/h 

ʇʷʩʲʢ 

ʂʛ 

ʇʨʠʩʲʝʜʠʥʷʚʘʥʝ 

ʚʝʥʪʠʣ 

10051*  400 6 70 1 1/2" 

10052*  500 10 100 1 1/2" 

10053*  600 14 150 1 1/2" 

     *ȟȳȶȽȻȳȽȰ ȼȫ ȹȵȹȷȺȶȰȵȽȹȭȫȸȳ ɃȰȼȽȺɅȽȰȸ ȭȰȸȽȳȶ. 
     *Filters are equipped with 6-way valve. 

 

 

 

       ȟȳȶȽɅȻȸȹ ȽɊȶȹ ȺȹȯȼȳȶȰȸȹ ȼ 

ȿȳȬȻȹȼȽɅȵȶȹ ȳ ȺȹȶȳȰȼȽȰȻ, ȽɊȶȹ ȹȽ ȯȭȰ ɂȫȼȽȳ, 

ȶȫȷȳȸȳȻȫȸȫ ȳ ȺȹȶȳȻȫȸȫ ȺȹȭɅȻɀȸȹȼȽ. 
 

      ȡȭɊȽ: ȼȳȸ. 
 

      șȬȹȻȾȯȭȫȸȰ: ȻɅɂȰȸ ȹȬȰȲȭɅȲȯȾɃȳȽȰȶ, 
ȼȽȻȫȸȳɂȰȸ ȶɉȵ Ȳȫ ȼȷɊȸȫ ȸȫ ȺɊȼɅȵȫ, ȼȳȼȽȰȷȫ ȹȽ 
ȾȼȳȶȰȸȳ ȺȻȹȿȰȼȳȹȸȫȶȸȳ ȯȭȹȴȸȳ ȵȹȶȰȵȽȹȻȸȳ 
ȶɅɂȳ, ȷȫȸȹȷȰȽɅȻ, ȺȻȹȬȵȫ Ȳȫ ȳȲȽȹɂȭȫȸȰ. 
 

      țȫȬȹȽȸȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 2,5 bar.  
     ȝȰȼȽȹȭȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 3,5 bar.  
     țȫȬȹȽȸȫ ȽȰȷȺȰȻȫȽȾȻȫ: max 40ÁȜ. 

     ȎȫȻȫȸɁȳɊ: 2 Ȯȹȯȳȸȳ. 

 

           Filter body: reinforced with fiberglass 

and polyester, two-piece construction, laminated 
and polished surface. 
 

        Colour: blue. 

 

        Equipment: manual air release valve, side 

hatch for sand removal, system of reinforced 
prefessional double collectors, manometer, drain 
probe. 
 

       Working pressure: mȫɀ 2,5 bar.  

        Testing pressure: mȫɀ 3,5 bar.  

      Working temperature: max 40ÁȜ. 

      Warranty: 2 years. 

ʂʘʪʘʣʦʞʝʥ 

ʥʦʤʝʨ 

ɼʠʘʤʝʪʲʨ 

mm 

ɼʝʙʠʪ 

m
3
/h 

ʇʷʩʲʢ 

ʂʛ 

ʇʨʠʩʲʝʜʠʥʷʚʘʥʝ 

 

10061 1250 60 1500 ȟ90 

10062 1600 100 2500 ȟ125 

10063 2000 160 4500 ȟ160 
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           ȚȻȹȿȰȼȳȹȸȫȶȸȳ ȿȳȶȽȻȳ, ȺȻȰȯȸȫȲȸȫɂȰȸȳ Ȳȫ 

ȮȹȶȰȷȳ ȹȬɄȰȼȽȭȰȸȳ ȹȬȰȵȽȳ, ȵɅȯȰȽȹ ȳȲȳȼȵȭȫȸȳɊȽȫ ȵɅȷ ȵȫɂȰȼȽȭȹȽȹ 
ȸȫ ȿȳȶȽȻȫɁȳɊȽȫ ȼȫ ȲȫȭȳɃȰȸȳ. ȚȻȹȳȲȭȰȯȰȸȳ ȼȫ Ⱥȹ ȸȫȴ-
ȼɅȭȻȰȷȰȸȸȳ ȽȰɀȸȹȶȹȮȳȳ ɂȻȰȲ ȷȸȹȮȹȼȶȹȴȸȹ ȸȫȷȹȽȫȭȫȸȰ ȸȫ 
ȭȶȫȵȸȫ ȹȽ ȿȳȬȻȹȼȽɅȵȶȹ ȳ ȳȸȱȰȵȽȳȻȫȸȰȽȹ ȸȫ ȼȷȹȶȫ. ȍ ȻȰȲȾȶȽȫȽ 
ȼȰ ȺȹȶȾɂȫȭȫ ȳȲȵȶɉɂȳȽȰȶȸȹ ȲȯȻȫȭȫ ȵȹȸȼȽȻȾȵɁȳɊ. ȍɅȸɃȸȳɊȽ ȼȶȹȴ 
Ȱ ȹȽ UV ȾȼȽȹȴɂȳȭ ȷȫȽȰȻȳȫȶ. ȍɅȻɀȾ ȭɅȽȻȰɃȸȫȽȫ ȺȹȭɅȻɀȸȹȼȽ ȸȫ 
ȿȳȶȽɅȻȫ Ȱ ȸȫȸȰȼȰȸ ȼȶȹȴ ȼȺȰɁȳȫȶȸȫ ȼȷȹȶȫ, ȾȼȽȹȴɂȳȭȫ ȸȫ 
ɀȳȷȳȵȫȶȳ. 
          ȜȽȫȸȯȫȻȽȸȹ Ȱ ȹȵȹȷȺȶȰȵȽȹȭȫȸ ȼ ȹȬȰȲȭɅȲȯȾɃȳȽȰȶ, ȺȫȸȰȶ ȼ 
ȷȫȸȹȷȰȽȻȳ, ȺȻȹȬȵȫ Ȳȫ ȳȲȽȹɂȭȫȸȰ, ȳȲȭȹȯ Ȳȫ ȳȲȺȻȫȲȭȫȸȰ ȸȫ ȺɊȼɅȵȫ. 
ȌȫȽȰȻȳɊȽȫ ȹȽ ȵȻȫȸȹȭȰ ȸȰ ȭȶȳȲȫ ȭ ȵȹȷȺȶȰȵȽȫ ȳ ȼȰ ȺȹȻɅɂȭȫ 
ȯȹȺɅȶȸȳȽȰȶȸȹ. 
. 
       țȫȬȹȽȸȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 2,5 bar. 
       ȝȰȼȽȹȭȹ ȸȫȶɊȮȫȸȰ: ȷȫɀ 4 bar. 
       ȜȵȹȻȹȼȽ ȸȫ ȺȻȹȽȳɂȫȸȰ: 50 ȷ3/ɂ/ȷ2. 
       țȫȬȹȽȸȫ ȽȰȷȺȰȻȫȽȾȻȫ: max 40ÁȜ. 
       ȎȫȻȫȸɁȳɊ: 2 Ȯȹȯȳȸȳ. 
   

ʂʘʪʘʣʦʞʝʥ 

ʥʦʤʝʨ 

ɼʠʘʤʝʪʲʨ 

mm 

ɺʠʩʦʯʠʥʘ 

mm 

ɼʝʙʠʪ 

40m
3
/h/m

2
 

ɼʝʙʠʪ 

50m
3
/h/m

2
 

ʇʷʩʲʢ 

ʂʛ 

ʇʨʠʩʲʝʜʠʥʷʚʘʥʝ 

 

10071 1400 1560 60 m3 /h 75 m3 /h 1900 ʌ110 

10072 1600 1720 80 m3 /h 100 m3 /h 2500 ʌ110 

10073 1800 1870 100 m3 /h 125 m3 /h 3240 ʌ160 

10074 2000 2020 125 m3 /h 155 m3 /h 4000 ʌ160 

10075 2300 2300 165 m3 /h 205 m3 /h 8200 ʌ200 

 

        Commercial filters suitable for big public projects where the requirements towards filtration quality are high. They are manufactured according to 

most modern technologies using multi-layered fiber winding and resin injection. As a result of this, an extremely strong construction is achieved. The outer layer is 
made of UV resistant material. A layer of special chemically resistant resin is laid on the inner surface of the filter.  
         The filter is by standard equipped with an air purge valve, a panel with pressure gauges, a drain plug, a sand removal outlet. The set of valves is not included 
in the set and should be ordered additionally.  
 

      Working pressure: mȫɀ 2,5 bar.  

       Testing pressure: mȫɀ 4 bar.  

      Working temperature: max 40ÁȜ. 

      Warranty: 2 years. 

 

 

ȗȐȠȋȘȓȢȐȘ 
ȣȐȜȝȚȥȝȐȘ ȍȐȘȝȓȖ 

 

MANUAL SIX-WAY 
VALVE 

        ȣȰȼȽȺɅȽȰȸ ȭȰȸȽȳȶ, ȳȲȻȫȬȹȽȰȸ ȹȽ 

ɂȰȻȰȸ ABS, ȹȵȹȷȺȶȰȵȽȹȭȫȸ ȼ ɀȹȶȰȸȯȻȳ ȸȫ ȻȰȲȬȫ 
Ȳȫ ȶȰȺȰȸȫ ȭȻɅȲȵȫ ȼȶȰȯ ȽɊɀ, ȺȻȹȲȹȻɂȰ Ȳȫ 
ȵȹȸȼȽȫȽȳȻȫȸȰ ȵȫɂȰȼȽȭȹȽȹ ȸȫ ȭȹȯȫȽȫ, ȯȳȿȾȲɇȹȻ ȳ 
ȷȫȸȹȷȰȽɅȻ. ȚȹȯɀȹȯɊɄ Ȳȫ ȿȳȶȽȻȳ ȼ ȮȹȻȰȸ 
ɃȰȼȽȺɅȽȰȸ ȭȰȸȽȳȶ, ȸȹ Ȱ ȭɅȲȷȹȱȸȫ ȷȹȯȳȿȳȵȫɁȳɊ 
ȳ Ȳȫ ȼȽȻȫȸȳɂȰȸ ȷȹȸȽȫȱ (ȯȰȷȹȸȽȳȻȫ ȼȰ 
ȯȳȿȾȲɇȹȻȫ). 

 
 

 

      Six-way valve, made of black PVC, a set 

with three-piece unions male threaded for gluing 
connections after them, sight glass, diffuser and 
manometer. Suitable for top mount sixway valve 
filters, but there is a possibility for modification for 
side installation 
(the diffuser should be deinstalled). 
 
 
 

 

 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȚȻȳȼɅȰȯȳ
ȸɊȭȫȸȰ 

20011 1 1/2" 

20012 2" 

20013 3" 
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ȕȍȋțȡșȍ ȚȪȜȥȕ 

 
ȓȲȺȹȶȲȭȫ ȼȰ Ȳȫ ȿȳȶȽɅȻȰȸ ȺɅȶȸȰȱ, ȳȲȺɅȶȸɊȭȫ 
ȼɅɄȳȸȼȵȹȽȹ ȺȻȰɂȳȼȽȭȫȸȰ ȸȫ ȭȹȯȫȽȫ. ȏȭȹȴȸȹ 
ȺȻȰȼɊȽ, ȯȭȹȴȸȹ ȺȻȰȷȳȽ ȳ ȳȲȺȰɂȰȸ ȵȭȫȻɁȹȭ 
ȺɊȼɅȵ ȼ ɂȳȼȽȹȽȫ 99,21% SiO2. șȺȫȵȹȭȫȸ ȭ ɂȾ- 
ȭȫȶȳ ȹȽ 1 Ƚȹȸ. 
 

QUARTZ SAND  
 

Quartz sand is used for filter filling and performs 
the real water purification. Twice sieved, twice 
washed and baked with purity 99,21% SiO2. 
Packed in 1 t sacks. 
 

 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȟȻȫȵɁȳɊ 
ȷȷ 

30011 0,5-1,0 

30012 1,5-2,5 

 

ȚșȗȚȓ 
      ȜȫȷȹȲȫȼȷȾȵȭȫɄȫ ȺȹȷȺȫ Ȳȫ ȬȫȼȰȴȸȳ ȼ 
ȺȶȫȼȽȷȫȼȹȭ ȵȹȻȺȾȼ Ȳȫ ȹȺȽȳȷȫȶȸȫ ȲȫɄȳȽȫ ȹȽ 
ȵȹȻȹȲȳɊ. șȼ ȹȽ ȼȽȹȷȫȸȫ AISI 316. ȝȾȻȬȳȸȫ ȹȽ 
ȸoȻȳȶ. Ȑȶ. ȷȹȽȹȻ ð 2850 rpm, 230/380 V, Iț55, 
ȵȶȫȼ B. ȍȮȻȫȯȰȸȫ ȽȰȻȷȹȲȫɄȳȽȫ Ȳȫ ȷȹȸȹȿȫȲȸȳȽȰ 
ȷȹȯȰȶȳ. ȍ ȵȹȷȺȶȰȵȽ ȼ ɀȹȶȰȸȯȻȳ. șȽȮȹȭȫȻɊ ȸȫ CE 
ȼȽȫȸȯȫȻȽȳȽȰ. 
ȎȫȻȫȸɁȳɊ: 1 Ȯȹȯȳȸȫ. 

 

PUMPS 
          Electrical self-priming pump with plastic 
corpus for optimum corrosion protection. High 
performance steel AISI 316 axle. Noryl impeller. Ȑl. 
motor ð 2850 rpm, 230/380V, Iț55, class B. Built-
in thermal protection for single-fase models. 
Supplied with connection unions. CE certified. 
Warranty: 1 year. 
 

 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

40011 0,4 10 1 1/2" 

40012 0,6 13 1 1/2" 

40013 0,75 18 2" 

40014 1,1 24 2" 

40012 1,5 27 2" 

40013 2,25 32 2" 

40014 2,6 38 2" 

 

ȚșȗȚȓ 
      ȜȫȷȹȲȫȼȷȾȵȭȫɄȫ ȺȹȷȺȫ Ȳȫ ȬȫȼȰȴȸȳ ȼ 
ȺȶȫȼȽȷȫȼȹȭ ȵȹȻȺȾȼ Ȳȫ ȹȺȽȳȷȫȶȸȫ ȲȫɄȳȽȫ ȹȽ 
ȵȹȻȹȲȳɊ. șȼ ȹȽ ȼȽȹȷȫȸȫ AISI 316. ȝȾȻȬȳȸȫ ȹȽ 
ȸoȻȳȶ. Ȑȶ. ȷȹȽȹȻ ð 2850 rpm, 230/380 V, Iț55, 
ȵȶȫȼ B. ȍȮȻȫȯȰȸȫ ȽȰȻȷȹȲȫɄȳȽȫ Ȳȫ ȷȹȸȹȿȫȲȸȳȽȰ 
ȷȹȯȰȶȳ. ȍ ȵȹȷȺȶȰȵȽ ȼ ɀȹȶȰȸȯȻȳ. șȽȮȹȭȫȻɊ ȸȫ CE 
ȼȽȫȸȯȫȻȽȳȽȰ. 
ȎȫȻȫȸɁȳɊ: 1 Ȯȹȯȳȸȫ. 

 

PUMPS 
          Electrical self-priming pump with plastic 
corpus for optimum corrosion protection. High 
performance steel AISI 316 axle. Noryl impeller. Ȑl. 
motor ð 2850 rpm, 230/380V, Iț55, class B. Built-
in thermal protection for single-fase models. 
Supplied with connection unions. CE certified. 
Warranty: 1 year. 
 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

40021 0,6 11 1 1/2" 

40022 0,75 16 2" 

40023 1,1 20 2" 

40024 1,5 23 2" 

40025 2,25 26 2" 
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ȚșȗȚȓ 
            ȜȺȰɁȳȫȶȳȲȳȻȫȸȫ ȺȹȷȺȫ Ȳȫ ȺȶȾȭȸȳ ȬȫȼȰȴȸȳ ȼ ȷȸȹȮȹ ȯȹȬȻȹ 
ȼɅȹȽȸȹɃȰȸȳȰ ȵȫɂȰȼȽȭȹ/ɁȰȸȫ. ȚȻȰȯȸȫȲȸȫɂȰȸȫ Ȳȫ ȷȫȶȵȳ ȳ ȼȻȰȯȸȹ ȮȹȶȰȷȳ 
ȺȶȾȭȸȳ ȬȫȼȰȴȸȳ - ȯȹȷȫɃȸȳ ȳ ȹȬɄȰȼȽȭȰȸȳ, ȵɅȯȰȽȹ ȼȫ ȸȰȹȬɀȹȯȳȷȳ 
ȯȰȬȳȽȳ ȯȹ 30 m3/h. ȚȻȳ ȸȰȹȬɀȹȯȳȷȹȼȽ ȹȽ Ⱥȹ-ȮȹȶȰȷȳ ȯȰȬȳȽȳ Ȱ 
ȭɅȲȷȹȱȸȹ ȺȫȻȫȶȰȶȸȹȽȹ ȼȭɅȻȲȭȫȸȰ ȸȫ ȸɊȵȹȶȵȹ ȺȹȷȺȳ. ȚȹȷȺȫȽȫ Ȱ ȼ ȸȳȼȵȹ 
ȸȳȭȹ ȸȫ ɃȾȷȫ ȳ ȳȷȫ ȭȮȻȫȯȰȸ ȭ ȵȹȻȺȾȼȫ ȺȻȰȯȿȳȶȽɅȻ Ȳȫ ȲȫȯɅȻȱȫȸȰ ȸȫ 
ȮȻȾȬȳ ɂȫȼȽȳɁȳ, ȵȹȴȽȹ ȼȰ ȭȫȯȳ ȳ ȺȹɂȳȼȽȭȫ ȶȰȼȸȹ. ȞȼȽȹȴɂȳȭȫ ȸȫ 
ɀȶȹȻȳȻȫȸȳ ȭȹȯȳ, ȵȳȼȰȶȳȸȳ, ȹȼȸȹȭȳ ȳ ȯȻȾȮȳ ȫȮȻȰȼȳȭȸȳ ȼȻȰȯȳ. 
        ȚȻȹȳȲȭȰȯȰȸȳ ȭ ȓȼȺȫȸȳɊ 
 

 
PUMPS 

          A special swimming pool pump, offers a very good ratio between 
quality and price. Suitable for small and average swimming pools - private and 
public, where flow rate up to 30 m3/h is necessary. If necessary, for bigger 
flow rates, several pumps can be used and connected in parallel. The pump is 
stable, reliable, easy-to-assemble and maintenance. It excels with low noise 
level. In the housing there is a pre-filter built-in for retaining course particles, 
which can be easily put out and cleaned. It is resistant to chlorine waters, 
acids, alkali and other aggressive environments. 
          They are manufactured in Spain 

 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

40041 0,37 12 2" 

40042 0,55 14 2" 

40043 0,75 18 2" 

40044 1,1 24 2" 

40045 1,5 26 2" 

40046 2,2 32 2" 

 

ȚșȗȚȓ 
              șȼȸȹȭȰȸ ȷȹȯȰȶ ȺȹȷȺȫ Ȳȫ ȭȼȳɂȵȳ ȭȳȯȹȭȰ ȯȹȷȫɃȸȳ ȳ ȷȫȶȵȳ 
ȹȬɄȰȼȽȭȰȸȳ ȬȫȼȰȴȸȳ, ȵɅȯȰȽȹ ȼȫ ȸȰȹȬɀȹȯȳȷȳ ȯȰȬȳȽȳ ȯȹ 20 m3/h. 
ȚȹȷȺȫȽȫ Ȱ ȲȯȻȫȭȫ, ȸȫȯȰȱȯȸȫ, ȶȰȼȸȫ Ȳȫ ȷȹȸȽȫȱ ȳ ȺȹȯȯȻɅȱȵȫ. șȽȶȳɂȫȭȫ ȼȰ 
ȼ ȸȳȼȵȹ ȸȳȭȹ ȸȫ ɃȾȷȫ. ȍȮȻȫȯȰȸ ȭ ȵȹȻȺȾȼȫ ȺȻȰȯȿȳȶȽɅȻ Ȳȫ ȲȫȯɅȻȱȫȸȰ ȸȫ 
ȮȻȾȬȳ ɂȫȼȽȳɁȳ, ȵȹȴȽȹ ȼȰ ȭȫȯȳ ȳ ȺȹɂȳȼȽȭȫ ȶȰȼȸȹ. ȞȼȽȹȴɂȳȭȫ ȸȫ 
ɀȶȹȻȳȻȫȸȳ ȭȹȯȳ, ȵȳȼȰȶȳȸȳ, ȹȼȸȹȭȳ ȳ ȯȻȾȮȳ ȫȮȻȰȼȳȭȸȳ ȼȻȰȯȳ. 
           ȚȻȹȳȲȭȰȯȰȸȳ ȭ ȓȼȺȫȸȳɊ. 

 

PUMPS 
             This pump is a basic model for all types of private and small public 
swimming pools, where flow rate up to 20 m3/h is necessary. The pump is 
stable, reliable, easy-to-assemble and maintenance. It excels with low noise 
level. In the housing there is a pre-filter built-in for retaining course particles, 
which can be easily put out and cleaned. It is resistant to chlorine waters, 
acids, alkali and other aggressive environments.  
           They are manufactured in Spain 

 

 
 

 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

40031 0,44 7 1 1/2" 

40032 0,44 10 1 1/2" 

40033 0,55 13 1 1/2" 

40034 0,75 16 1 1/2" 

40035 1,1 20 1 1/2" 
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ȚșȗȚȓ 
            ȜȺȰɁȳȫȶȳȲȳȻȫȸȫ ȺȹȷȺȫ Ȳȫ ȺȶȾȭȸȳ ȬȫȼȰȴȸȳ ȼ ȷȸȹȮȹ ȯȹȬȻȹ 
ȼɅȹȽȸȹɃȰȸȳȰ ȵȫɂȰȼȽȭȹ/ɁȰȸȫ. ȚȻȰȯȸȫȲȸȫɂȰȸȫ Ȳȫ ȷȫȶȵȳ ȳ ȼȻȰȯȸȹ ȮȹȶȰȷȳ 
ȺȶȾȭȸȳ ȬȫȼȰȴȸȳ - ȯȹȷȫɃȸȳ ȳ ȹȬɄȰȼȽȭȰȸȳ, ȵɅȯȰȽȹ ȼȫ ȸȰȹȬɀȹȯȳȷȳ 
ȯȰȬȳȽȳ ȯȹ 30 m3/h. ȚȻȳ ȸȰȹȬɀȹȯȳȷȹȼȽ ȹȽ Ⱥȹ-ȮȹȶȰȷȳ ȯȰȬȳȽȳ Ȱ 
ȭɅȲȷȹȱȸȹ ȺȫȻȫȶȰȶȸȹȽȹ ȼȭɅȻȲȭȫȸȰ ȸȫ ȸɊȵȹȶȵȹ ȺȹȷȺȳ. ȚȹȷȺȫȽȫ Ȱ ȼ ȸȳȼȵȹ 
ȸȳȭȹ ȸȫ ɃȾȷȫ ȳ ȳȷȫ ȭȮȻȫȯȰȸ ȭ ȵȹȻȺȾȼȫ ȺȻȰȯȿȳȶȽɅȻ Ȳȫ ȲȫȯɅȻȱȫȸȰ ȸȫ 
ȮȻȾȬȳ ɂȫȼȽȳɁȳ, ȵȹȴȽȹ ȼȰ ȭȫȯȳ ȳ ȺȹɂȳȼȽȭȫ ȶȰȼȸȹ. ȞȼȽȹȴɂȳȭȫ ȸȫ 
ɀȶȹȻȳȻȫȸȳ ȭȹȯȳ, ȵȳȼȰȶȳȸȳ, ȹȼȸȹȭȳ ȳ ȯȻȾȮȳ ȫȮȻȰȼȳȭȸȳ ȼȻȰȯȳ. 
        ȚȻȹȳȲȭȰȯȰȸȳ ȭ ȓȼȺȫȸȳɊ 
 

 
PUMPS 

          A special swimming pool pump, offers a very good ratio between 
quality and price. Suitable for small and average swimming pools - private and 
public, where flow rate up to 30 m3/h is necessary. If necessary, for bigger 
flow rates, several pumps can be used and connected in parallel. The pump is 
stable, reliable, easy-to-assemble and maintenance. It excels with low noise 
level. In the housing there is a pre-filter built-in for retaining course particles, 
which can be easily put out and cleaned. It is resistant to chlorine waters, 
acids, alkali and other aggressive environments. 
          They are manufactured in Spain 

 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

40061 1,1 21 2" 

40062 1,5 27 2" 

40063 2,2 30 2" 

 

ȚșȗȚȓ 
              șȼȸȹȭȰȸ ȷȹȯȰȶ ȺȹȷȺȫ Ȳȫ ȭȼȳɂȵȳ ȭȳȯȹȭȰ ȯȹȷȫɃȸȳ ȳ ȷȫȶȵȳ 
ȹȬɄȰȼȽȭȰȸȳ ȬȫȼȰȴȸȳ, ȵɅȯȰȽȹ ȼȫ ȸȰȹȬɀȹȯȳȷȳ ȯȰȬȳȽȳ ȯȹ 14 m3/h. 
ȚȹȷȺȫȽȫ Ȱ ȲȯȻȫȭȫ, ȸȫȯȰȱȯȸȫ, ȶȰȼȸȫ Ȳȫ ȷȹȸȽȫȱ ȳ ȺȹȯȯȻɅȱȵȫ. șȽȶȳɂȫȭȫ ȼȰ 
ȼ ȸȳȼȵȹ ȸȳȭȹ ȸȫ ɃȾȷȫ. ȍȮȻȫȯȰȸ ȭ ȵȹȻȺȾȼȫ ȺȻȰȯȿȳȶȽɅȻ Ȳȫ ȲȫȯɅȻȱȫȸȰ ȸȫ 
ȮȻȾȬȳ ɂȫȼȽȳɁȳ, ȵȹȴȽȹ ȼȰ ȭȫȯȳ ȳ ȺȹɂȳȼȽȭȫ ȶȰȼȸȹ. ȞȼȽȹȴɂȳȭȫ ȸȫ 
ɀȶȹȻȳȻȫȸȳ ȭȹȯȳ, ȵȳȼȰȶȳȸȳ, ȹȼȸȹȭȳ ȳ ȯȻȾȮȳ ȫȮȻȰȼȳȭȸȳ ȼȻȰȯȳ. 
           ȚȻȹȳȲȭȰȯȰȸȳ ȭ ȓȼȺȫȸȳɊ. 

 

PUMPS 
             This pump is a basic model for all types of private and small public 
swimming pools, where flow rate up to 14m3/h is necessary. The pump is 
stable, reliable, easy-to-assemble and maintenance. It excels with low noise 
level. In the housing there is a pre-filter built-in for retaining course particles, 
which can be easily put out and cleaned. It is resistant to chlorine waters, 
acids, alkali and other aggressive environments.  
           They are manufactured in Spain 

 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

40051 0,25 5 1 1/2" 

40052 0,4 7,5 1 1/2" 

40053 0,55 10 1 1/2" 

40054 0,75 14 1 1/2" 
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ȚșȗȚȓ 
        ȚȹȷȺȫ, ȺȻȰȯȸȫȲȸȫɂȰȸȫ Ȳȫ ȮȹȶȰȷȳ ȹȬɄȰȼȽȭȰȸȳ ȺȶȾȭȸȳ ȬȫȼȰȴȸȳ ȳ ȯȻȾȮȳ ȺȻȳȶȹȱȰȸȳɊ, ȵɅȯȰȽȹ 
ȼȫ ȸȰȹȬɀȹȯȳȷȳ ȮȹȶȰȷȳ ȯȰȬȳȽȳ - ȯȹ 200 ȷ3/ɂ. ȓȲɁɊȶȹ ȷȰȽȫȶȸȫ ȵȹȸȼȽȻȾȵɁȳɊ, ȵȹȰȽȹ ȮȫȻȫȸȽȳȻȫ 
ȲȯȻȫȭȳȸȫ ȳ ȳȲȯȻɅȱȶȳȭȹȼȽ. ȓȷȫȽ ȭȮȻȫȯȰȸ ȭ ȵȹȻȺȾȼȫ ȺȻȰȯȿȳȶȽɅȻ ȹȽ ȸȰȻɅȱȯȫȰȷȫ ȼȽȹȷȫȸȫ Ȳȫ 
ȲȫȯɅȻȱȫȸȰ ȸȫ ȮȻȾȬȳ ɂȫȼȽȳɁȳ, ȵȹȴȽȹ ȼȰ ȭȫȯȳ ȳ ȺȹɂȳȼȽȭȫ ȶȰȼȸȹ. ȞȼȽȹȴɂȳȭȳ ȼȫ ȸȫ ɀȶȹȻȳȻȫȸȳ ȭȹȯȳ, 
ȵȳȼȰȶȳȸȳ, ȹȼȸȹȭȳ ȳ ȯȻȾȮȳ ȫȮȻȰȼȳȭȸȳ ȼȻȰȯȳ. șȼȭȰȸ Ȳȫ ɁȳȻȵȾȶȫɁȳȹȸȸȳ ȺȹȷȺȳ Ȳȫ ȿȳȶȽɅȻȸȳ 
ȳȸȼȽȫȶȫɁȳȳ ȸȫ ȺȶȾȭȸȳȽȰ ȬȫȼȰȴȸȳ, ȽȰȲȳ ȷȹȯȰȶȳ ȼȫ ȳȯȰȫȶȸȳ Ȳȫ ȲȫɀȻȫȸȭȫȸȰ ȸȫ ȭȹȯȸȳ ȺɅȻȲȫȶȵȳ 
(ȻȹȶȬȳ), ȮȹȶȰȷȳ ȿȹȸȽȫȸȳ, ȭȹȯȹȺȫȯȳ ȳ ȯȻ. 
       ȚȻȰȯȶȫȮȫ ȼȰ ȭ ȯȭȫ ȭȫȻȳȫȸȽȫ - ȼ ȵȹȻȺȾȼ ȹȽ ɂȾȮȾȸ ȳ ȼ ȵȹȻȺȾȼ ȹȽ ȬȻȹȸȲ. ȚȹȷȺȳȽȰ ȼ ȵȹȻȺȾȼ ȹȽ 
ȬȻȹȸȲ ȼȫ ȺȻȰȯȸȫȲȸȫɂȰȸȳ Ȳȫ ȻȫȬȹȽȫ ȼ ȷȹȻȼȵȫ ȭȹȯȫ. 
       ȚȻȹȳȲȭȰȯȰȸȳ ȭ ȓȼȺȫȸȳɊ. 

 

PUMPS 
       A pump suitable for big public swimming pools and also other applications where high flow rate is 
necessary - up to 200 m3/h. The pump structure is made fully out of metal, which ensures strength and 
durable performance. In the housing there is a stainless steel pre-filter built-in for retaining course 
particles, which can be easily put out and cleaned. It is resistant to chlorine waters, acids, alkali and other 
aggressive environments. Except as circulation pumps in swimming pool filtering installations, these 
models are ideal for water slides, big fountains, waterfalls, etc. 
      Two models are offered - with housing made out of cast iron and housing made out of bronze. The 
pumps with bronze housing are suitable for work with sea water. 
They are manufactured in Spain. 
 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

40071 2,2 50 ʌ80 

40072 3 75 ʌ80 

40073 4 100 ʌ125 

40074 5,5 125 ʌ125 

40075 7,5 150 ʌ125 

40076 9,2 175 ʌ125 

40077 11 200 ʌ125 
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ȠȓȏțșȗȋȜȋȑȘȓ ȚșȗȚȓ 
       ȠȳȯȻȹȷȫȼȫȱȸȫ ȺȹȷȺȫ Ȳȫ ȽȫȸȮȰȸȽȹȻȸȳ ȭȫȸȳ. ȝɊȶȹ ȹȽ ȽȰȻȷȹȾȼȽȹȴɂȳȭȫ, ȫȻȷȳȻȫȸȫ ȼ ȿȳȬȻȹ 
ȼȽɅȵȶȹ ȺȶȫȼȽȷȫȼȫ. ȘȰ ȵȹȻȹȲȳȻȫ. ȗȫx ȽȰȷȺȰȻȫȽȾȻȫ ȸȫ ȭȹȯȫȽȫ 50ÁȜ, ȻȘ ȻȰȲȳȼȽȰȸȽȸȹȼȽ 4ð9. 
ȚȻȳȼɅȰȯȳȸɊȭȫȸȰ ȸȫ ɀȹȶȰȸȯȻȹȭȳ ȭȻɅȲȵȳ 2ó, ȭ ȵȹȷȺȶȰȵȽ ȼ ɀȹȶȰȸȯȻȳ. Ȑȶ.ȯȭȳȮȫȽȰȶ 230/380 V, Iț55, 
ȵȶȫȼ F, 2850 rpm. 
ȚȻȹȰȵȽȳȻȫȸȫ Ȳȫ ȸȰȺȻȰȵɅȼȸȫȽȫ ȻȫȬȹȽȫ. 
ȎȫȻȫȸɁȳɊ: 1 Ȯȹȯȳȸȫ 

 

HYDRO -MASSAGE PUMPS 
        Hydro-massage pump for spas. Body of high quality glass-reinforced thermoplastic that is highly 
corrosion resistant. Max water temperature 50ÁȜ, 
ȻȘ resistance 4ð9. Union connections 2ò.Motor: IP55, 230/380 V, 2850 rpm isolation class F. 
Designed for continuous work. 
Warranty: 1 year. 
 
 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

40081 0,75 19 2" 

40082 1,1 24 2" 

 

 

 

ȠȓȏțșȗȋȜȋȑȘȓ ȚșȗȚȓ 
       ȠȳȯȻȹȷȫȼȫȱȸȫ ȺȹȷȺȫ Ȳȫ ȽȫȸȮȰȸȽȹȻȸȳ ȭȫȸȳ. ȝɊȶȹ ȹȽ ȽȰȻȷȹȾȼȽȹȴɂȳȭȫ, ȫȻȷȳȻȫȸȫ ȼ ȿȳȬȻȹ 
ȼȽɅȵȶȹ ȺȶȫȼȽȷȫȼȫ. ȘȰ ȵȹȻȹȲȳȻȫ. ȗȫx ȽȰȷȺȰȻȫȽȾȻȫ ȸȫ ȭȹȯȫȽȫ 50ÁȜ, ȻȘ ȻȰȲȳȼȽȰȸȽȸȹȼȽ 4ð9. 
ȚȻȳȼɅȰȯȳȸɊȭȫȸȰ ȸȫ ɀȹȶȰȸȯȻȹȭȳ ȭȻɅȲȵȳ 2ó, ȭ ȵȹȷȺȶȰȵȽ ȼ ɀȹȶȰȸȯȻȳ. Ȑȶ.ȯȭȳȮȫȽȰȶ 230/380 V, Iț55, 
ȵȶȫȼ F, 2850 rpm. 
ȚȻȹȰȵȽȳȻȫȸȫ Ȳȫ ȸȰȺȻȰȵɅȼȸȫȽȫ ȻȫȬȹȽȫ. 
ȎȫȻȫȸɁȳɊ: 1 Ȯȹȯȳȸȫ 

 
HYDRO -MASSAGE PUMPS 

        Hydro-massage pump for spas. Body of high quality glass-reinforced thermoplastic that is highly 
corrosion resistant. Max water temperature 50ÁȜ, 
ȻȘ resistance 4ð9. Union connections 2ò.Motor: IP55, 230/380 V, 2850 rpm isolation class F. 
Designed for continuous work. 
Warranty: 1 year. 
 
 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

40091 1,1 20 2" 

40092 1,5 23 2" 

40093 2,25 26 2" 

 

 

 

 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

40101 2,2 60 2" 

40102 3 80 2" 
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ȕșȗȚțȐȜșțȓ Ȓȋ ȕțȋȝȕșȝțȋȔȘȋ țȋȌșȝȋ 
           ȕȹȷȺȻȰȼȹȻɅȽ Ȱ ȾȯȹȬȰȸ Ȳȫ ȳȲȺȹȶȲȭȫȸȰ ȭɅȭ ȭȼȳɂȵȳ ɀȳȯȻȹȷȫȼȫȱȸȳ ȺȻȳȶȹȱȰȸȳɊ-ȭȫȸȳ, ȯȱȫȵȾȲȳ 
ȳ ȯȻ.ȝȹȴ Ȱ ȵȹȷȺȫȵȽȰȸ Ⱥȹ ȻȫȲȷȰȻ ȳ Ȱ ȶȰȼȰȸ Ȳȫ ȷȹȸȽȫȱ. țȫȬȹȽȳ ȼ Ⱥȹ-ȸȳȼȵȹ ȸȳȭȹ ȸȫ ɃȾȷ, ȼȻȫȭȸȰȸ ȼ 
ȯȻȾȮȳ ȫȸȫȶȹȮȳɂȸȳ ȺȻȹȯȾȵȽȳ. ȚȻȳȽȰȱȫȭȫ ȭȮȻȫȯȰȸ ȸȫȮȻȰȭȫȽȰȶ 300W ȸȫ ȳȲɀȹȯɊɄȳɊ ȭɅȲȯȾɀ. ȝȹȭȫ 
ȭȹȯȳ ȯȹ Ⱥȹ-ȮȹȶɊȷ ȵȹȷȿȹȻȽ Ȳȫ ȵɅȺȰɄȳȽȰ ȼȰ ȳ ȸȫȷȫȶɊȭȫ ȳȲȼȽȳȭȫȸȰȽȹ ȸȫ ȭȹȯȫȽȫ ȺȻȳ ȻȫȬȹȽȰɄ 
ȵȹȷȺȻȰȼȹȻ. 
       ȐȶȰȵȽȻȳɂȰȼȵȳɊȽ ȯȭȳȮȫȽȰȶ Ȱ ȺȻȹȷȰȸȶȳȭȹȽȹȵȹȭ ȵȹȶȰȵȽȹȻȰȸ ȳ Ƚȹȭȫ ȺȹȲȭȹȶɊȭȫ ȻȰȮȾȶȳȻȫȸȰȽȹ ȸȫ 
ȷȹɄȸȹȼȽȽȫ ȷȾ ȼ ȭȼȳɂȵȳ ȻȫȲȺȻȹȼȽȻȫȸȰȸȳ ȰȶȰȵȽȻȹȸȸȳ ȽȳȻȳȼȽȹȻȸȳ ȻȰȮȾȶȫȽȹȻȳ, ȼȺȰɁȳȫȶȳȲȳȻȫȸȳ Ȳȫ 
ɀȳȯȻȹȷȫȼȫȱȸȳ ȾȼȽȻȹȴȼȽȭȫ 
 

AIR BLOWER FOR NON -CONTINUOUS WORK  
        The blower is suitable for all hydro massage applications - bath tubs, spa, etc. It is compact in size 
and easy to assemble. It has a low noise level in comparison with other similar products. It has a heater 
300W built in for outgoing air. This gives bathers a greater comfort and decreases water cooling while 
blower working. 
       The electric motor is A/C collector type and it allows the power to be adjusted with all types of 
electric regulators specialized for hydro massage systems. 
 

 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

50011 0,9 50 ʌ32 

 

 

 

 

 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

50021 1,2 ʌ32 

 
ʂʦʤʧʨʝʩʦʨ ʟʘ ʨʘʙʦʪʝʥʮʠʢʲʣ ʜʦ 4 ʯʘʩʘ,ʤʦʱʥʦʩʪ 1,2 kW. 
ȋir blower for continuouswork maximum 4 hours,power 1,2kW. 

 

ȚțșȟȐȜȓșȘȋȖȘȓ ȕșȗȚțȐȜșțȓ 
         ȝȹȭȫ ȼȫ ȵȹȷȺȻȰȼȹȻȳ ȼ ɃȳȻȹȵȹ ȺȻȰȯȸȫȲȸȫɂȰȸȳȰ. ȓȲȻȫȬȹȽȰȸȳ ȼȫ ȹȽ ȫȶȾȷȳȸȳȴ ȳ ȼȫ 
ȵȹȸȼȽȻȾȳȻȫȸȳ Ȳȫ ȺȻȹȯɅȶȱȳȽȰȶȸȫ ȻȫȬȹȽȫ ȭ ȸȫȽȹȭȫȻȰȸ ȻȰȱȳȷ. ȕȹȸȼȽȻȾȵɁȳɊȽȫ Ȱ ȷȫȵȼȳȷȫȶȸȹ 
ȭȶȫȮȹȲȫɄȳȽȰȸȫ. ȗȹȮȫȽ ȯȫ ȼȰ ȷȹȸȽȳȻȫȽ ȭɅȭ ȭȰȻȽȳȵȫȶȸȹ ȳ ɀȹȻȳȲȹȸȽȫȶȸȹ ȺȹȶȹȱȰȸȳȰ. ȚȻȳ 
ȰȶȰȵȽȻȳɂȰȼȵȹȽȹ ȼȭɅȻȲȭȫȸȰ ȽȻɊȬȭȫ ȯȫ ȼȰ ȳȷȫ ȺȻȰȯȭȳȯ, ɂȰ ȺȾȼȵȹȭȳɊ ȺȻȹɁȰȼ Ȱ ȬȫȭȰȸ ȳ Ȱ ȸȰȹȬɀȹȯȳȷȹ 
ȲȫɄȳȽȸȳȽȰ ȰȶȰȷȰȸȽȳ ȯȫ ȬɅȯȫȽ ȼ ɀȫȻȫȵȽȰȻȳȼȽȳȵȫ ȽȳȺ D (ȼɅȼ ȲȫȬȫȭȰȸȹ ȳȲȵȶɉɂȭȫȸȰ). 
        Țȹ ȲȫȺȳȽȭȫȸȰ ȼȰ ȺȻȰȯȶȫȮȫȽ ȳ ȯȭȾȼȽȰȺȰȸȸȳ ȵȹȷȺȻȰȼȹȻȳ (double stage) ȼ ȸȫȺȹȻ ȸȫȯ 600 mbar. 
 

PROFESSIONAL AIR BLOWERS 
        These blowers have a wide application field. They are made out of aluminum and are constructed 
for continuous work in heavy regime. The structure is watertight. They can be installed in vertical and 
horizontal position. When connected electrically you have to bear in mind that the starting process is 
slow and the protection elements have to be type D (with delayed turning off).  
     On request double staged blowers are offered with pressure over 600 mbar. 
 

ȕȫȽȫȶȹȱȰȸ 
ȸȹȷȰȻ 

ȗȹɃȸȹȼȽ 
kW 

ɼʝʙʠʪ 

m
3
/h 

ʇʨʠʩʲʝʜʠʥʷ-

ʚʘʥʝ 

50031 0,85 110 1 1/2" 

50032 1,5 170 2" 

50033 2,2 250 2" 

50034 3,4 260 2" 

50035 5,5 480 2 1/2" 

50036 7,5 500 2 1/2" 
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ȐȖȐȕȝțȓȢȐȜȕȓ ȞȚțȋȍȖȐȘȓȪ :: ELECTRICAL CONTROL PANELS 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

          ȚȻȳ ȺȻȹȯȫȱȬȫ ȸȫ ȭȼɊȵȫȵɅȭ ȽȳȺ ȰȶȰȵȽȻȳɂȰȼȵȹ ȼɅȹȻɅȱȰȸȳȰ, ȼȰ ȸȫȶȫȮȫ ȹȵȹȷȺȶȰȵȽȹȭȫȸȰȽȹ ȷȾ ȼ ȰȶȰȵȽȻȹȽȫȬȶȹ 
Ȳȫ ȲȫɄȳȽȫ ȳ ȾȺȻȫȭȶȰȸȳȰ. ȚȹðȯȹȶȾ ȼȫ ȺȻȰȯȼȽȫȭȰȸȳ ȭȶȫȮȹȾȼȽȹȴɂȳȭȳ Ȱȶ. ȽȫȬȶȫ, ȼɅȯɅȻȱȫɄȳ ȿȳȲȳȹȶȹȮȳɂȸȫ ȲȫɄȳȽȫ, 
ȫȭȹȷȫȽȳɂȸȳ ȺȻȰȯȺȫȲȳȽȰȶȳ, ȵȹȸȽȫȵȽȹȻȳ ȳ ȷȹȽȹȻȸȳ ȲȫɄȳȽȳ Ȳȫ ȹȼȸȹȭȸȳȽȰ ȵȹȸȿȳȮȾȻȫɁȳȳ ȸȫ ȿȳȶȽȻȳȻȫɄȳ 
ȼȳȼȽȰȷȳ Ȳȫ ȬȫȼȰȴȸȳ, ȼ ȺȻȹȮȻȫȷȳȻȾȰȷ ɂȫȼȹȭȸȳȵ Ȳȫ ȫȭȽoȷȫȽȳɂȰȸ ȻȰȱȳȷ ȸȫ ȻȫȬȹȽȫ. 
 

      Selling any type of electrical appliȫnces requires supplying an electrical control panel for its use and protection. 
Below we list moistproof control panels which include current circuit braker, MCB, contactors and motor protection 
circuit braker for the main configurations of the swimming pool filtration systems, with digital time relay for automatic 
work. 
 

ȐȖȐȕȝțșȞȚțȋȍȖȐȘȓȐ Ȓȋ ȓȘȜȝȋȖȋȡȓȪ Ȝ ȚșȗȚȋ ȏș 1,2 KW / CONTROL PANEL FOR PUMP INSTALLATION UP TO 1,2 KW 

ȗȹȸȹȿȫȲȸȹ ȲȫɀȻȫȸȭȫȸȰ / Single-fase output 
ȚȹȷȺȫ ȯȹ 1,2 kW / Pump up to 1,2 kW                                                                                                                                                              
ȚȹȷȺȫ ȯȹ 1,2 kW + ȯȹ 2 ȺȻȹȱȰȵȽȹȻȫ / Pump up to 1,2 kW + up to 2 underwater lights                                                                                   

ȝȻȳȿȫȲȸȹ ȲȫɀȻȫȸȭȫȸȰ / Three-fase output 
ȚȹȷȺȫ ȯȹ 1,2 kW + ȸȫȮȻȰȭȫȽȰȶ ȹȽ 6ð12 kW / Pump up to 1,2 kW + heater 6ð12 kW                                                                                         
ȚȹȷȺȫ ȯȹ 1,2 kW + ȸȫȮȻȰȭȫȽȰȶ ȹȽ 18 kW / Pump up to 1,2 kW + heater 18 kW                                                                                                
ȚȹȷȺȫ ȯȹ 1,2 kW + ȸȫȮȻȰȭȫȽȰȶ ȹȽ 6ð12 kW + ȯȹ 2 ȺȻȹȱȰȵȽȹȻȫ / Pump up to 1,2 kW + heater 6ð12 kW + up to 2 underwater lights             
ȚȹȷȺȫ ȯȹ 1,2 kW + ȸȫȮȻȰȭȫȽȰȶ ȹȽ 18 kW + ȯȹ 2 ȺȻȹȱȰȵȽȹȻȫ / Pump up to 1,2 kW + heater 18 kW + up to 2 underwater lights                     
 
ȐȖȐȕȝțșȞȚțȋȍȖȐȘȓȐ Ȓȋ ȓȘȜȝȋȖȋȡȓȪ Ȝ ȚșȗȚȋ ȏș 2,2 KW / CONTROL PANEL FOR PUMP INSTALLATION UP TO 2,2 KW 

ȝȻȳȿȫȲȸȹ ȲȫɀȻȫȸȭȫȸȰ / Three-fase output 
ȚȹȷȺȫ ȯȹ 2,2 kW / Pump up to 2,2 kW                                                                                                                                                               
ȚȹȷȺȫ ȯȹ 2,2 kW + ȯȹ 6 ȺȻȹȱȰȵȽȹȻȫ / Pump up to 2,2 kW + up to 6 underwater lights                                                                                    
ȚȹȷȺȫ ȯȹ 2,2 kW + ȸȫȮȻȰȭȫȽȰȶ ȯȹ 12 kW / Pump up to 2,2 kW + heater up to 12 kW                                                                                       
ȚȹȷȺȫ ȯȹ 2,2 kW + ȸȫȮȻȰȭȫȽȰȶ ȹȽ 18 kW / Pump up to 2,2 kW + heater up to 18 kW                                                                                       
ȚȹȷȺȫ ȯȹ 2,2 kW + ȸȫȮȻȰȭȫȽȰȶ 12 kW + ȯȹ 6 ȺȻȹȱȰȵȽȹȻȫ / Pump up to 2,2 kW + heater 12 kW + up to 6 underwater lights                          
ȚȹȷȺȫ ȯȹ 2,2 kW + ȸȫȮȻȰȭȫȽȰȶ 18 kW + ȯȹ 6 ȺȻȹȱȰȵȽȹȻȫ / Pump up to 2,2 kW + heater 18 kW + up to 6 underwater lights                          
 
ȜȝȋȘȏȋțȝȓȒȓțȋȘȓ ȏșȌȋȍȕȓ ȕȥȗ ȎșțȘȓȝȐ ȐȖȐȕȝșțȞȚțȋȍȖȐȘȓȪ / STANDART ADDITIONS TO THE ABOVE CONTROL 
PANELS 
1ð4 ȚȻȹȱȰȵȽȹȻȫ / 1-4 Underwater lights                                                                                                                                                              
5-8 ȚȻȹȱȰȵȽȹȻȫ / 5-8 Underwater lights                                                                                                                                                               
ȘȫȮȻȰȭȫȽȰȶ ȯȹ 18 kW ȼ ȷȹȸȹȿȫȲȸȫ ȺȹȷȺȫ / Heater up to 18 kW with single-fase pump                                                                                     
ȘȫȮȻȰȭȫȽȰȶ ȯȹ 18 kW ȼ ȽȻȳȿȫȲȸȫ ȺȹȷȺȫ / Heater up to 18 kW with three-fase pump                                                                                        
ȏȹȺɅȶȸȳȽȰȶȸȫ ȷȹȸȹȿȫȲȸȫ ȺȹȷȺȫ ȯȹ 1,2 kWð1 ȬȻ. / Additional single-fase pump up to 1,2 kWð1 pcs                                                              
ȏȹȺɅȶȸȳȽȰȶȸȫ ȽȻȳȿȫȲȸȫ ȺȹȷȺȫ ȯȹ 2,2 kWð1 ȬȻ. / Additional three-fase pump up to 1,2 kWð1 pcs                                                                 
 
*ȚȻȳ ȵȹȸȿȳȮȾȻȫɁȳȳ ȳȲȭɅȸ ȮȹȻȰȺȹȼȹɂȰȸȳȽȰ, ȼȰ ȸȫȶȫȮȫ ȳȸȯȳȭȳȯȾȫȶȰȸ ȺȻȹȰȵȽ ȳ ȺȻȰȳȲɂȳȼȶɊȭȫȸȰ ȸȫ ɁȰȸȫȽȫ ȸȫ ȽȫȬȶȹȽȹ. / * If the configutation of filtration 
unit does not correspond to the above mentioned, the price calculation requires individual project. 
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ȒȋȕȖȋȏȘȓ ȢȋȜȝȓ :: POOL BASIN EQUIPMENT  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ȸȹȷȰȻ ȜȓȟșȘȓ MAIN DRAINS 

60021 

 ȏɅȸȰȸ ȼȳȿȹȸ Ȳȫ ȬȫȼȰȴȸȳ, ȹȬȶȳɁȹȭȫȸȳ ȼɅȼ 
ȼȽɅȵȶȹȵȰȻȫȷȳȵȫ ȳȶȳ ȵȰȻȫȷȳȵȫ. șȽ 
ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ ABS. ȜȭɅȻȲȭȫȸȰ ɂȻȰȲ 
ȶȰȺȰȸȰ ȵɅȷ ȽȻɅȬȫ  ȿ90. ȕȭȫȯȻȫȽȰȸ ȵȫȺȫȵ. ȍ 
ȵȹȷȺȶȰȵȽ ȼ ȭȳȸȽȹȭȰ ȹȽ ȸȰȻɅȱȯȫȰȷȫ ȼȽȹȷȫȸȫ. 

      Main drain for concrete pools finished 
with glass mosaic or ceramic, made of high 
quality ABS. Connections: ȿ90 for gluing. 
Square cover. Supplied with stainless steel 

screws. 

60022 

       ȏɅȸȰȸ ȼȳȿȹȸ Ȳȫ ȬȫȼȰȴȸȳ, ȹȬȶȳɁȹȭȫȸȳ 
ȼɅȼ ȼȽɅȵȶȹȵȰȻȫȷȳȵȫ. șȽ ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ 
ABS. ȜȭɅȻȲȭȫ ȼȰ ɂȻȰȲ ȭɅȽȻȰɃȸȫ ȻȰȲȬȫ 2". 
ȏȰȬȳȽ 10 ȷ3/ɂ. ȕȻɅȮɅȶ ȵȫȺȫȵ. ȍ ȵȹȷȺȶȰȵȽ ȼ 
ȭȳȸȽȹȭȰ ȹȽ ȸȰȻɅȱȯȫȰȷȫ ȼȽȹȷȫȸȫ. 

        Main drain for concrete pools finished 
with glass mosaic or ceramic, made of high 
quality ABS. Connections: 2" outside. Flow 
10 m3/h. Round lid. Supplied with stainless 
steel screws. 

60023 
         ȜɅɄȳɊȽ Ȳȫ ȿȹȶȳȹ ȼ ȷȰȽȫȶȸȳ ȭȽȾȶȵȳ ȳ 
ȯȹȺɅȶȸȳȽȰȶȸȳ ȾȺȶɅȽȸȰȸȳɊ. 

            The same as above for liner with 
metal screw inserts and O-rings. 
 

 

ȸȹȷȰȻ ȜȕȓȗȐțȓ SKIMMERS 

60011 

        ȜȵȳȷȰȻ ȼ ɃȳȻȹȵȹ ȮɅȻȶȹ Ȳȫ ȬȫȼȰȴȸȳ, 
ȹȬȶȳɁȹȭȫȸȳ ȼɅȼ ȼȽɅȵȶȹȵȰȻȫȷȳȵȫ. șȽ 
ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ ȋȍS, ȭȷȰȼȽȳȷȹȼȽ 15 ȶ. 
ȏȰȬȳȽ 5 ȷ3/ɂ ȚȻȳȼɅȰȯȳȸȳȽȰȶȰȸ ȻȫȲȷȰȻ: 
ȭȻɅȲȵȫ ȸȫ 1 1/2ó ȭɅȽȻȰɃȸȫȻȰȲȬȫ ȳ 2ó ȭɅȸɃȸȫ 
ȻȰȲȬȫ. ȏȹȶȰȸ ȹȽȭȹȻ Ȳȫ ȭȶȳȭȸȫ ȭȹȯȫ ȟ50 ȸȫ 
ȶȰȺȰȸȫ ȭȻɅȲȵȫ. Ȝ ȵȻɅȮɅȶ ȵȫȺȫȵ. ȍ ȵȹȷȺȶȰȵȽ ȼ 
ȭȳȸȽȹȭȰ ȹȽ ȸȰȻɅȱȯȫȰȷȫ ȼȽȹȷȫȸȫ. 

          Wide mouth skimmer for concrete 
pools finished with glass mosaic, made of 
high quality ABS, volume 15 l, flow 5 
m3/h. Connections: 1 1/2ó inside, 2ó 
outside. Bottom connection ȿ50 for 
gluing. Round lid, with stainless steel 
screws.  

60012 
         ȜɅɄȳɊȽ Ȳȫ ȿȹȶȳȹ ȼ ȷȰȽȫȶȸȳ ȭȽȾȶȵȳ ȳ 
ȯȹȺɅȶȸȳȽȰȶȸȳ ȾȺȶɅȽȸȰȸȳɊ. 

            The same as above for liner with 
metal screw inserts and O-rings. 
 

60013 

        ȜȵȳȷȰȻ ȼ ȽɊȼȸȹ ȮɅȻȶȹ Ȳȫ ȬȫȼȰȴȸȳ, 
ȹȬȶȳɁȹȭȫȸȳ ȼɅȼ ȼȽɅȵȶȹȵȰȻȫȷȳȵȫ. șȽ 
ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ ȋȍS, ȭȷȰȼȽȳȷȹȼȽ 15 ȶ. 
ȏȰȬȳȽ 5 ȷ3/ɂ. ȚȻȳȼɅȰȯȳȸȳȽȰȶȰȸȻȫȲȷȰȻ: 
ȭȻɅȲȵȫ ȸȫ 1 1/2ó ȭɅȽȻȰɃȸȫ ȻȰȲȬȫ ȳ 2ó - 
ȭɅȸɃȸȫ ȻȰȲȬȫ. ȏȹȶȰȸ ȹȽȭȹȻ Ȳȫ ȭȶȳȭȸȫ ȭȹȯȫ 
ȿ50 ȸȫ ȶȰȺȰȸȫ ȭȻɅȲȵȫ. Ȝ ȵȻɅȮɅȶ ȵȫȺȫȵ. ȍ 
ȵȹȷȺȶȰȵȽ ȼ ȭȳȸȽȹȭȰ ȹȽ ȸȰȻɅȱȯȫȰȷȫ ȼȽȹȷȫȸȫ. 

          Standard mouth skimmer for 
concrete pools finished with glass mosaic, 
made of high quality ABS, volume 15 l, 
flow 5 m3/h. Connections: 1 1/2ó inside, 
2 ò outside. Bottom connection ȿ50 for 
gluing. Round lid, with stainless steel 
screws. 

60014 
         ȜɅɄȳɊȽ Ȳȫ ȿȹȶȳȹ ȼ ȷȰȽȫȶȸȳ ȭȽȾȶȵȳ ȳ 
ȯȹȺɅȶȸȳȽȰȶȸȳ ȾȺȶɅȽȸȰȸȳɊ. 

            The same as above for liner with 
metal screw inserts and O-rings. 
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ȸȹȷȰȻ ɺʃʀɺʅʀ ɼʖɿʀ INLETS 

60031 

         ȏɉȲȫ ȭȶȳȭȸȫ, ȼȽȰȸȸȫ Ȳȫ ȬȰȽȹȸ ȹȽ 
ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ ABS. ȍɅȽȻȰɃȸȫ ɊȬɅȶȵȫ ȼ 
ȯȳȫȷȰȽɅȻ ȿ14 ȷȷ. ȏȰȬȳȽ 7 ȷ3/ɂ. țɅȵȹɀȭȫȽȵȫ 
Ȳȫ ȻɅɂȸȹ ȻȫȲȭȳȭȫȸȰ.  

            Wall inlet for concrete pools, 
made of high quality ABS. Flow rate: 7 
m3/h, flow outlet: ȿ14mm. Handle for 
manual unwinding. 
 

60032 

       ȏɉȲȫ ȭȶȳȭȸȫ, ȼȽȰȸȸȫ Ȳȫ ȿȹȶȳȹ ȹȽ 
ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ ABS. țɅȵȹɀȭȫȽȵȫ Ȳȫ 
ȻɅɂȸȹ ȻȫȲȭȳȭȫȸȰ. țȰȲȬȹȭȹ ȺȻȳȼɅȰȯȳȸɊȭȫȸȰ ȸȫ 
2ó ȭɅȸɃȸȹ ȳȶȳ ȿ50 Ȳȫ ȶȰȺȰȸȰ ȭɅȽȻȰɃȸȹ. 
ȏȰȬȳȽ: 10 ȷ3/ɂ. Ȝ ȷȰȽȫȶȸȳ ȭȽȾȶȵȳ ȳ 
ȯȹȺɅȶȸȳȽȰȶȸȳ ȾȺȶɅȽȸȰȸȳɊ.. 

       Wall inlet for liner pools, made of 
high quality ABS. Connections: 2ó outside 
or ȿ50 for gluing inside. Flow rate: 10 
m3/h. Supplied with metal screw inserts 
and Orings. 

60033 
        ȏɉȲȫ ȭȶȳȭȸȫ, ȯɅȸȸȫ Ȳȫ ȬȰȽȹȸȸȳ ȬȫȼȰȴȸȳ 
ȹȽ ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ ABS, ȺȻȳȼɅȰȯȳȸɊȭȫȸȰ 
ȿ57 Ȳȫ ȶȰȺȰȸȰ. țȰȮȾȶȳȻȾȰȷ ȯȰȬȳȽ 9 ð 14 ȷ3/ɂ. 

       Bottom inlet for concrete pools, 
made ofhigh quality ABS. Connections: 
ȿ57 forgluing inside. Adjustable flow: 9 - 
14 m3/h.. 

60034 

      ȏɉȲȫ ȭȶȳȭȸȫ, ȯɅȸȸȫ Ȳȫ ȬȫȼȰȴȸȳ ȼ ȿȹȶȳȹ 
ȹȽ ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ ABS, ȺȻȳȼɅȰȯȳȸɊȭȫȸȰ 
ȸȫ ȭɅȸɃȸȫ ȻȰȲȬȫ 2ó ȳȶȳ ȸȫ ȶȰȺȰȸȰ ȿ50 
ȭɅȽȻȰɃȸȹ. țȰȮȾȶȳȻȾȰȷ ȯȰȬȳȽ 9 - 14 ȷ3/ɂ. Ȝ 
ȷȰȽȫȶȸȳ ȭȽȾȶȵȳ ȳ ȯȹȺɅȶȸȳȽȰȶȸȳ ȾȺȶɅȽȸȰȸȳɊ.. 

   Bottom inlet for liner pools, made of 
high quality ABS. Connections: 2ó outside 
or ȿ50 for gluing inside. Adjustable flow: 
9 - 14 m3/h. Supplied with metal screw 
inserts and O-rings. 
 

60035 
       ȏɉȲȫ ȭȫȵȾȾȷȸȫ Ȳȫ ȬȫȼȰȴȸȳ ȼɅȼ 
ȼȽɅȵȶȹȵȰȻȫȷȳȵȫ ȹȽ ȭȳȼȹȵȹ ȵȫɂȰȼȽȭȰȸ ȬɊȶ ABS. 
ȕȫȺȫɂȵȫ 1 1/2ó. ȏȰȬȳȽ 7 ȷ3/ɂ.  

       Suction inlet for concrete pools 
finished with glass mosaic, made of high 
quality ABS. Cover 1 1/2ó. Flow: 7 
m3/h.  

60036 

        ȏɉȲȫ ȭȫȵȾȾȷȸȫ Ȳȫ ȬȫȼȰȴȸȳ, ȹȬȶȳɁȹȭȫȸȳ ȼ 
ȿȹȶȳȹ. șȽ ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ ABS. Ȝ 
ȭɅȸɃȸȫ ȻȰȲȬȫ 2" ȳȶȳ ȿ50 ȭɅȽȻȰɃȸȹ Ȳȫ 
ȶȰȺȰȸȰ. ȕȫȺȫɂȵȫ 1 1/2ó. Ȝ ȷȰȽȫȶȸȳ ȭȽȾȶȵȳ ȳ 
ȯȹȺɅȶȸȳȽȰȶȸȳ ȾȺȶɅȽȸȰȸȳɊ 

         Suction inlet for liner pools, made 
of high quality ABS. Connections: 2ó 
outside or ȿ50 for gluing inside. Cover 1 
1/2ó. Supplied with metal screw inserts 
and Orings 

60037 

        ȚȻȰɀȹȯ Ȳȫ ȯɉȲȫ Ȳȫ ȬȰȽȹȸ ȹȽ 
ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ ABS, ȯɅȶȱȳȸȫ 300 ȷȷ. 
ȚȻȳȼɅȰȯȳȸɊȭȫȸȰ ȵɅȷ ȯɉȲȫ ȸȫ 2'' ȭɅȽȻȰɃȸȫ 
ȻȰȲȬȫ, ȭɅȽȻȰɃȸȹ Ȳȫ ȶȰȺȰȸȰ ȿ50. 

         Wall conduit for concrete, made of 
high quality ABS with length 300 mm. 
Inside connection to inlet 2", tube 
connection ȿ50 for gluing. 

 

 

 

 

 

 

ȸȹȷȰȻ 
Ȏȥȍȕȋȍȋ țȐȣȐȝȕȋ Ȓȋ 
ȍȥȘȣȐȘ ȚțȐȖȓȍȘȓȕ 

 
MAIN DRAINS 

60041 
       ȎɅȭȵȫȭȫ ȻȰɃȰȽȵȫ Ȳȫ ȭɅȸɃȰȸ ȺȻȰȶȳȭȸȳȵ. 
ȣȳȻȳȸȫ 24 ȼȷ ȳȶȳ 30 ȼȷ. ȝɊȶȹ ȹȽ UV 
ȼȽȫȬȳȶȳȲȳȻȫȸ ȺȹȶȳȺȻȹȺȳȶȰȸ. ȓȲȭȳȭȫ ȼȰ ȭ 
ȯȭȰȽe Ⱥȹȼȹȵȳ, ȼ Ȱȯȳȸȳɂȸȹ ȹȼȹȭȹ ȼȭɅȻȲȭȫȸȰ. 
ȍȳȼȹɂȳȸȫ ȸȫ ȻȰɃȰȽȵȫȽȫ 25 ȷȷ. ȘȰ ȼȰ ɂȾȺȳ. 
 

       Flexible grating for overflow channel. 
Width 24 cm or 30 cm. Made of UV 
polypropylene. Reversible curves, single 
joint. Height of the grating: 25 mm. Non 
breakable. 
 

60042 

60043 
        ȚȻȹȿȳȶ Ȳȫ ȻȰɃȰȽȵȫ Ȳȫ ȭɅȸɃȰȸ 
ȺȻȰȶȳȭȸȳȵ, Ȏ-ȹȬȻȫȲȰȸ. 
 

Grafing profile, L-shaped. 

60044        ȥȮȶȹȭ ȷȹȯȾȶ Ȳȫ ȻȰɃȰȽȵȫ Ȳȫ ȭɅȸɃȰȸ 
ȺȻȰȶȳȭȸȳȵ. ȝɊȶȹ ȹȽ ȬɊȶ ȺȹȶȳȺȻȹȺȳȶȰȸ. 
ȣȳȻȳȸȳ 24 ȳ 30 ȼȷ. ȍȳȼȹɂȳȸȫ 25 ȷȷ. 

    Corner for overflow channel grating. 
Made of UV stabilized white 
polypropylene. Widths 24 and 30 cm. 
Height 25 mm. 
 

60045 
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ȚșȏȍșȏȘș șȜȍȐȝȖȐȘȓȐ :: UNDERWATER  LIGHTS  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ȸȹȷȰȻ ȚșȏȍșȏȘș șȜȍȐȝȖȐȘȓȐ UNDERWATER LIGHTS 

70011 

        ȚȹȯȭȹȯȰȸ ȺȻȹȱȰȵȽȹȻ Ȳȫ ȬȫȼȰȴȸȳ, 
ȹȬȶȳɁȹȭȫȸȳ ȼɅȼ ȼȽɅȵȶȹȵȰȻȫȷȳȵȫ.ȓȲȻȫȬȹȽȰȸ 
ȹȽ ȭȳȼȹȵȹȵȫɂȰȼȽȭȰȸ ȬɊȶ ABS. ȗȹɄȸȹȼȽ 
300W/12V. ȍ ȵȹȷȺȶȰȵȽ ȼ ȵȫȬȰȶ 2,5 ȷ (2 x 6 
ȷȷ2) ȳ ɄȾɁȰȻ ȸȫ ȻȰȲȬȫ.ȌȰȲ ȽȻȫȸȼȿȹȻȷȫȽȹȻ ȳ 
ɃȶȫȾɀ. 
.  

         Underwater light for concrete pools 
finished with glass mosaic. Made of high 
quality ABS. Power 300W/12V. Supplied 
with 2,5 m (2 x 6 mm2) cable. Without 
transformer and 
hose. 
 

70012 
        ȜɅɄȳɊȽ Ȳȫ ȿȹȶȳȹ ȼ ȷȰȽȫȶȸȳ ȭȽȾȶȵȳ ȳ 
ȯȹȺɅȶȸȳȽȰȶȸȳ ȾȺȶɅȽȸȰȸȳɊ. 
 

        The same as above for liner with metal 
screw inserts and O-rings 
 

70013 

         ȜȾȺȰȻ ȺȶȹȼɅȵ ȺȻȹȱȰȵȽȹȻ Ȳȫ ȬȫȼȰȴȸȳ, 
ȳȲȻȫȬȹȽȰȸ ȹȽ ȬɊȶȹ ȚȍȠ. ȗȹɄȸȹȼȽ 
100W/12V. ȍ ȵȹȷȺȶȰȵȽ ȼ ɁȭȰȽȸȳ ȶȰɄȳ, ȵȫȬȰȶ 
3 ȷ, ȿȶȫȸȰɁ Ȳȫ ȲȫȵȻȰȺȭȫȸȰ ȳ ȸȰȻɅȱȯȫȰȷȳ 
ȭȳȸȽȹȭȰ. ȜȰɂȰȸȳȰ ȸȫ ȵȫȬȰȶȫ: 2 ɀ 2 ȷȷ2. ȌȰȲ 
ȽȻȫȸȼȿȹȻȷȫȽȹȻ. Ȓȫ ȬȰȽȹȸȸȳ ȬȫȼȰȴȸȳ, 
ȹȬȶȳɁȹȭȫȸȳ ȼɅȼ ȼȽɅȵȶȹȵȰȻȫȷȳȵȫ. 

        Flat underwater light for concrete 
pools, made of high quality PVC. Power 
100W/12V. A set with color lenses, 3 m 
cable (2 x 2  m2) , fixing flange and stainless 
steel screws. Without transformer. For 
concrete pools, finished with glass mosaic. 

70014 

        ȗȳȸȳ ȺȻȹȱȰȵȽȹȻ 35W/12V, ɀȫȶȹȮȰȸȰȸ, 
ȾȼȽȹȴɂȳȭ ȸȫ ȭȳȼȹȵȳ ȽȰȷȺȰȻȫȽȾȻȳ. ȚȻȹȳȲȭȰȯȰȸ 
ȹȽ ȬɊȶ ȋȍS. ȚȻȳȼɅȰȯȳȸȳȽȰȶȰȸ ȻȫȲȷȰȻ ȸȫ 
ȭɅȸɃȸȫ ȻȰȲȬȫ 2ó Ȳȫ ȷȹȸȽȫȱ ȼ ȺȻȰɀȹȯ Ȳȫ ȬȰȽȹȸ. 
ȏȳȫȷȰȽɅȻ ȸȫ ȶȫȷȺȫȽȫ 100 ȷȷ. ȍ ȵȹȷȺȶȰȵȽ ȼ 2 
ȷ ȵȫȬȰȶ 2ɀ2,5 ȷȷ2. 

          Underwater spotlight 35W/12V, 
made of white ABS. Connections: 2ó 
outside for installation with wall conduit. 
Diameter of the lamp face: 100 mm. 
Supplied with 2 m cable 2ɀ2,5 mm2. 

70015 

         ȚȻȹȽȳȭȹȭȶȫȱȸȫ, ȻȫȲȺȻȰȯȰȶȳȽȰȶȸȫ ȵȾȽȳɊ 
ȹȽ ȬɊȶ ȋȍS, ȼ ȯȭȫ ȳȲɀȹȯȫ 3/4ó Ȳȫ 
ȽȻȫȸȼȿȹȻȷȫȽȹȻ ȳ Ȳȫ ȺȻȹȱȰȵȽȹȻ. ȞȸȳȵȫȶȸȹȽȹ 
ȮȹȻȸȹ ȾȺȶɅȽȸȰȸȳȰ ȺȻȰȯȹȽȭȻȫȽɊȭȫ ȭȼɊȵȫȵȭȹ 
ȸȫȭȶȫȱȸɊȭȫȸȰ. ȍ ȵȹȷȺȶȰȵȽ ȼ ȯȭȫ ɄȾɁȰȻȫ ȸȫ 
ȻȰȲȬȫ. 

          Moistproof connection box, made of 
white ABS with two outlets 3/4ó - for lamp 
and transformer cables. Supplied with two 
threaded orifices 

70016 

          ȝȻȫȸȼȿȹȻȷȫȽȹȻ 350VA/11 V, 
ȽȹȻȹȳȯȫȶȰȸ,  ȵȶȫȼ ȸȫ ȲȫɄȳȽȫ IP56, ȕȚȏ 98%, 
ȸȰȲȫȮȻɊȭȫɄ. ȌȳȽȾȷȸȹ ȲȫȶɊȽ ȭ ȵȾȽȳɊ Ȳȫ 
ȽȻȫȸȼȿȹȻȷȫȽȹȻ ȳ ȼ ȮȹȻȸȫ ȵȶȰȷȸȫ ȵȾȽȳɊ ȼ 2 
ȵȶȰȷȹȻȰȯȫ. ȍȶȫȮȹȲȫɄȳȽȰȸ ȳ ȼ ȭȮȻȫȯȰȸȫ 
ȽȰȻȷȳɂȸȫ ȲȫɄȳȽȫ ȯȹ 125ÁȜ. ȚɅȻȭȳɂȸȹ 
ȸȫȺȻȰȱȰȸȳȰ 230 V, ȭȽȹȻȳɂȸȹ ȸȫȺȻȰȱȰȸȳȰ 
11V Ȳȫ Ⱥȹ-ȺȻȹȯɅȶȱȳȽȰȶȰȸ ȱȳȭȹȽ ȸȫ ȫȷȺȾȶȳȽȰ 
ȸȫ ȺȻȹȱȰȵȽȹȻȳȽȰ ȳ ȺȻȰȯȹȽȭȻȫȽɊȭȫȸȰ ȸȫ 
ȺȻȹȬȶȰȷȳ ȺȻȳ ȺȹȭȳɃȰ ȸȹ ȷȻȰȱȹȭȹ 
ȸȫȺȻȰȱȰȸȳȰ. 

       Transformer 350VA/11 V, toroidal, 
IP56, efficiency 98%. Does not heat up. 
Fixed by bitumus in a transformer box with 
connection box, glued on the top. 
Moistproof, with built-in thermal protection 
to 125ÁȜ. 230 V.  rimary tension - 230V, 
secondary - 11V, for longer life of the UWL 
bulbs, and for avoiding high voltage supply 
problems. 

70017 

           ȝȻȫȸȼȿȹȻȷȫȽȹȻ 600VA/11 V, 
ȽȹȻȹȳȯȫȶȰȸ,  ȵȶȫȼ ȸȫ ȲȫɄȳȽȫ IP56, ȕȚȏ 98%, 
ȸȰȲȫȮȻɊȭȫɄ. ȌȳȽȾȷȸȹ ȲȫȶɊȽ ȭ ȵȾȽȳɊ Ȳȫ 
ȽȻȫȸȼȿȹȻȷȫȽȹȻ ȳ ȼ ȮȹȻȸȫ ȵȶȰȷȸȫ ȵȾȽȳɊ ȼ 2 
ȵȶȰȷȹȻȰȯȫ. ȍȶȫȮȹȲȫɄȳȽȰȸ ȳ ȼ ȭȮȻȫȯȰȸȫ 
ȽȰȻȷȳɂȸȫ ȲȫɄȳȽȫ ȯȹ 125ÁȜ. ȚɅȻȭȳɂȸȹ 
ȸȫȺȻȰȱȰȸȳȰ 230 V, ȭȽȹȻȳɂȸȹ ȸȫȺȻȰȱȰȸȳȰ 
11V Ȳȫ Ⱥȹ-ȺȻȹȯɅȶȱȳȽȰȶȰȸ ȱȳȭȹȽ ȸȫ ȫȷȺȾȶȳȽȰ 
ȸȫ ȺȻȹȱȰȵȽȹȻȳȽȰ ȳ ȺȻȰȯȹȽȭȻȫȽɊȭȫȸȰ ȸȫ 
ȺȻȹȬȶȰȷȳ ȺȻȳ ȺȹȭȳɃȰ ȸȹ ȷȻȰȱȹȭȹ 
ȸȫȺȻȰȱȰȸȳȰ. 

         Transformer 600VA/11 V, toroidal, 
IP56, efficiency 98%. Does not heat up. 
Fixed by bitumus in a transformer box with 
connection box, glued on the top. 
Moistproof, with built-in thermal protection 
to 125ÁȜ. 230 V.  rimary tension - 230V, 
secondary - 11V, for longer life of the UWL 
bulbs, and for avoiding high voltage supply 
problems. 

70018      ȋȷȺȾȶȫ Ȳȫ ȺȻȹȱȰȵȽȹȻ 300W/12V PAR 56 bulb for UWL 300W/12V 
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GSM: 0898 442 149;    e-mail: info@daliapool.com 

 

 

 

 

 

ȢȋȜȝȓ Ȓȋ ȏȑȋȕȞȒȓ :: JACUZZI PARTS 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ȸȹȷȰȻ ȢȋȜȝȓ Ȓȋ ȏȑȋȕȞȒȓ JACUZZI PARTS 

80011         ȏɉȲȫ ȭɅȲȯȾɃȸȫ -ɀȻȹȷȳȻȫȸȫ..       Chrome plated air jet.  

80012 
       ȏȭȹȴȸȫ ȻȹȽȳȻȫɄȫ ȯɉȲȫ ȭ ȵȹȷȺȶȰȵȽ ȼ 
ȿȳȽȳȸȮ Ȳȫ ȲȫȶȫȮȫȸȰ. 

       Double rotational jet, fitting for 
installation included. 

80013 
        ȚȸȰȭȷȫȽȳɂȰȸ ȵȹȸȽȻȹȶȰȻ, ȳȲȻȫȬȹȽȰȸ ȹȽ 
ȬɊȶ ABS. ȍɅȽȻȰɃȰȸ ȯȳȫȷȰȽɅȻ 20 ȷȷ. 

        Pneumatic air controller, made of 
white ABS. Inside diameter: 20 mm. 

80014 
        ȏɉȲȫ ȍȰȸȽȾȻȳ ȹȽ ȬɊȶ ABS, ȭ ȵȹȷȺȶȰȵȽ ȼ 
ȿȳȽȳȸȮ Ȳȫ ȲȫȶȫȮȫȸȰ. 

     Jet Venturi, made of white ABS, 
included fitting for installation. 

80015       ȚȻȰɀȹȯ Ȳȫ ȯɉȲȫ ȍȰȸȽȾȻȳ ȹȽ ȬɊȶ ABS.       Venturi jet conduit, made of white ABS. 

80016       ȚȸȰȭȷȫȽȳɂȰȸ ȺȻȰȹȬȻȫȲȾȭȫȽȰȶ.    Pneumatic switch. 

80017 
     ȚȸȰȭȷȫȽȳɂȰȸ ȬȾȽȹȸ, ȳȲȻȫȬȹȽȰȸ ȹȽ 
ȺȶȫȼȽȷȫȼȫ. 
 

Pneumatic button, made of plastic. 
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ȟȓȝȓȘȎȓ :: FITTINGS  
 
 

 

 

 
                               ȕșȖȪȘș 90Á ȚȍȠ PVC 90Á ELBOW 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 
                            ȕșȖȪȘș 45Á ȚȍȠ   PVC 45Á ELBOW 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
                          ȝțșȔȘȓȕ 90Á. ȚȍȠ  PVC 90Á TEE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ȕȹȯ D L Z Ȑ 

90011 20 16 11 26,5 

90012 25 19 14 33 

90013 32 22 17 41 

90014 40 26 23 50 

90015 50 31 28 60,5 

90016 63 38 34 75 

90017 75 44 40 89 

90018 90 51 48 106 

90019 110 61 58 129 

90110 125 69 66 145 

90111 140 76 72 164 

90112 160 86 81 188 

90113 200 106 102 232 

 

 

 

ȕȹȯ D L Z Ȑ 

90021 50 31 12 60,5 

90022 63 38 15 75 

90023 75 44 18 89 

90024 90 51 21 106 

90025 110 61 25 129 

90026 125 69 27 145 

90027 140 76 32 164 

90028 160 86 36 188 

90029 200 106 43 232 

 

  

 

ȕȹȯ D L Z Ȑ 

90031 50 31 26 61 

90032 63 38 33 75 

90033 75 44 39 89 

90034 90 51 46,5 106 

90035 110 61 56,5 129 

90036 125 69 67 145,5 

90037 140 76 71 162,5 

90038 160 86 81 188 

90039 200 106 102 232 
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                                          ȚȍȠ  ȗȞȟȋ PVC SOCKET 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
                                      ȚȍȠ ȚțȐȠșȏ PVC REDUCING SOCKET 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
                           ȚȍȠ ȘȓȚȐȖ-ȗȞȟȋ PVC ADAPTOR, MALE THREADED 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ȕȹȯ D L Z Ȑ 

90041 50 31 3 60,5 

90042 63 38 3 75 

90043 75 44 4 88 

90044 90 51 5 106 

90045 110 61 6 129 

90046 125 69 7 145 

90047 140 76 8 161 

90048 160 86 8 182 

90049 200 106 10 227 

 

ȕȹȯ Dxd L1 L2 Ȑ Fig 

90051 63x50 38 31 7 A 

90052 75x50 44 31 13 ȍ 

90053 75x63 44 38 6 A 

90054 90x50 51 31 20 ȍ 

90055 90x63 51 38 13 ȍ 

90056 90x75 51 44 7 A 

90057 110x90 61 51 10 A 

90058 110x75 61 44 17 ȍ 

90059 110x63 61 38 23 ȍ 

90510 125x75 69 44 25 ȍ 

90511 125x90 69 51 18 ȍ 

90512 125x110 69 61 8 A 

90513 140x90 76 51 25 ȍ 

90514 140x110 76 61 15 ȍ 

90515 140x125 76 69 7 ȋ 

90516 160x90 86 51 35 ȍ 

90517 160x110 86 61 25 ȍ 

90518 160x125 86 69 17 ȍ 

90519 200x160 96 86 10 ȋ 

 

ȕȹȯ Dxd L1 L2 Z Ȑ Q 

90061 50x11/2" 31 21,4 13 61 65 

90062 63x2" 38 25,7 15 75 75 

90063 90x3" 51 33,3 46 106 110 

90064 110x4" 61 39,3 47 129 119 
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          ȚȍȠ ȗȞȟȋ Ȝ ȍȥȝțȐȣȘȋ țȐȒȌȋ   PVC ADAPTOR, FEMALE THREADED 

 

 

 

 

 

 

 

 

 
         ȚȍȠ ȠșȖȐȘȏȥț Ȝ ȍȥȘȣȘȋ țȐȒȌȋ PVC UNION MALE THREADED 

 

 

 

 

 

 

 

 

 
         ȚȍȠ ȠșȖȐȘȏȥț Ȝ ȍȥȝțȐȣȘȋ țȐȒȌȋ PVC UNION FEMALE THREADED 

 

 

 

 

 

 

 

 

          ʇɺʍ ʉʇʀʈɸʊɽʃɽʅ ʂʈɸʅ PVC BALL VALVE 

 

 

 

 

 

 

 

 

 

 

 
          ȚȍȠ ȍȥȒȍțȋȝȐȘ ȕȖȋȚȋȘ PVC CHECK VALVE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ȕȹȯ Dxd L1 L2 Z Ȑ Q 

90061 50x11/2" 31 21,4 13 61 65 

90062 63x2" 38 25,7 15 75 75 

90063 90x3" 51 33,3 46 106 110 

90064 110x4" 61 39,3 47 129 119 

 

 

  

ȕȹȯ Dxd L1 L2 E F Z 

90071 50x11/2" 51 33,3 106 2 1/4 46 

90072 63x2" 86 48 188 23/4 60 

90073 90x3" 103 58 226 3 72 

 

 

 

 

ȕȹȯ Dxd L1 L2 E F Z 

90081 50x11/2" 51 33,3 106 2 1/4 46 

90082 63x2" 86 48 188 23/4 60 

90083 90x3" 103 58 226 3 72 

 

 

  

ȕȹȯ D Dn L Z Ș Ȑ 

90091 50 40 31 78 140 94 

90092 63 50 38 93 169 115 

90093 90 80 51 139 242 168 

90094 110 100 61 160 282 210 

 

 

 
 

ȕȹȯ D Dn L Z Ș Ȑ 

90091 50 40 31 78 140 94 

90092 63 50 38 93 169 115 

90093 90 80 51 139 242 168 

90094 110 100 61 160 282 210 
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ȜȥȚȥȝȜȝȍȋȤȓ ȗȋȝȐțȓȋȖȓ :: ADDITIONAL MATERIALS 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                    țȐȏȞȡȓț ȍȐȘȝȓȖ 
         ȓȲȺȹȶȲȭȫ ȼȰ Ȳȫ ȫȭȽȹȷȫȽȳɂȸȹ ȻȰȮȾȶȳȻȫȸȰ ȸȫ ȸȫȶɊȮȫȸȰȽȹ ȭ ȽȻɅȬȹȺȻȹȭȹȯȳ Ȳȫ ȭȹȯȫ. ȗȫȵȼ. ȸɊȶȫȮȫȸȰ ð 8 ȬȫȻȫ. ȗȫȵȼ. țȫȬȹȽȸȫ ȽȰȷȺȰȻȫȽȾȻȫ ð 90ÁȜ, 
ȚȻȳȼɅȰȯȳȸɊȭȫȸȰ ȸȫ ȻȰȲȬȫ, ȳȲȭȹȯ Ȳȫ ȷȫȸȹȷȰȽɅȻ ȸȫ 3/8ò. 
 

                   REDUCING VALVE  
       Applied for automatic pressure regulation in the water piping systems. Max. pressure ð 8 bars. Max. working temperature ð 90ÁȜ, connection with 
thread, outlet for manometer ð 3/8ó. 
 
 

ȕȹȯ ʇʨʠʩʲʝʜʠʥʷʚʘʥʝ 

100011 1/2" 

100012 3/ 4" 

100013 1" 

100014 1 1/2" 

100015 2" 

 
 

                ȐȖȐȕȝțșȗȋȎȘȓȝȐȘ   ȍȐȘȝȓȖ 

      ʀʟʧʦʣʟʚʘ ʩʝ ʟʘ ʘʚʪʦʤʘʪʠʯʥʦ ʜʦʣʠʚʘʥʝ ʥʘ ʚʦʜʘ ʚ ʢʦʤʧʝʥʩʘʪʦʨʥʠ ʨʝʟʝʨʚʦʘʨʠ. ʄʠʥʠʤʘʣʥʦ ȸȰȹȬɀȹȯȳȷȹ ȸȫȶɊȮȫȸȰ Ȳȫ 

ȼȻȫȬȹȽȭȫȸȰ ð 0,15 bar. ȘȹȻȷȫȶȸȹ ȲȫȽȭȹȻȰȸ. ȗȫȵȼȳȷȫȶȸȫ ȽȰȷȺȰȻȫȽȾȻȫ ȸȫ ȻȫȬȹȽȫ 90ÁȜ. ȒȫɀȻȫȸȭȫȸȰ 220V. ȒȫɄȳȽȫ IP 65. 
 

                  SOLENOID  VALVE 
       Applied for automatic water filling in water tanks. Minimum working pressure - 0, 15 bar. Normally closed. Maximum working temperature 90ÁȜ. 
Electrical supply - single - phase 220 V. Class of protection IP 65.  

ȕȹȯ ʇʨʠʩʲʝʜʠʥʷʚʘʥʝ 

100021 1/2" 

100022 3/ 4" 

100023 1" 

100024 1 1/2" 

100025 2" 

  

                    ȝȐțȗșțȐȎȞȖȋȝșț  
        ȓȲȺȹȶȲȭȫ ȼȰ ȺȻȳ ȹȽȹȺȶȰȸȳȰ ȸȫ ȬȫȼȰȴȸȳ ȼ ȽȹȺȶȹȹȬȷȰȸȸȳȵ. țȰȮȾȶȳȻȫ ȻȫȬȹȽȫȽȫ ȸȫ ȺȹȷȺȫȽȫ 
ȸȫ ȺȫȻȸȫȽȫ ȳȸȼȽȫȶȫɁȳɊ ȳ ȻȫȬȹȽȫȽȫ ȸȫ ȫȭȽȹȷȫȽȳɂȸȳɊ ȽȻȳȺɅȽȰȸ ȭȰȸȽȳȶ. ȍ ȵȹȷȺȶȰȵȽ ȼ ȯȫȽɂȳȵ. 
ȍɅȲȷȹȱȸȫ ȮȻȰɃȵȫ ȺȻȳ ȳȲȷȰȻȭȫȸȰ: 0,4% ȹȽ ȹȬɀȭȫȽȫ. ȍɅȲȷȹȱȸȹ ȽȰȷȺȰȻȫȽȾȻȸȹ ȹȽȵȶȹȸȰȸȳȰ: 
0,005% ȹȽ ȹȬɀȭȫȽȫ Ȳȫ 1ÁȜ. ȝȰȷȺȰȻȫȽȾȻȰȸ ȯȳȫȺȫȲȹȸ: ȹȽ ð10 ȯȹ 65ÁȜ, ȯȹȺȾȼȽȳȷȫ ȭȶȫȱȸȹȼȽ ȸȫ 
ȹȵȹȶȸȫȽȫ ȼȻȰȯȫ: ȹȽ 0 ȯȹ 85% RH, ȵȶȫȼ ȸȫ ȲȫɄȳȽȫ: IPð54. țȫȲȷȰȻȳ: 72 ɀ 36 ɀ 60ȷȷ, ȽȰȮȶȹ: ȷȫȵȼ. 
50Ȯ. 
 
ȕȹȯ: 100031 
ȡȰȸȫ: 360 ȶȭ/ȬȻ 
 

                  TEMPERATURE CONTROLLER  
      Used for swimming pool heating with heat exchanger. Regulates the work of the steam-installation-
pump and the 3-way valve. Accuracy: 0,4% of span. Probable temperature error: 0,005% from the 
scope for 1ÁȜ. Operating temperature from ð10 to 65ÁȜ, related humidity from 0 to 85% RH, class of 
protection: IPð54. Dimensions: 72 ɀ 36 ɀ 60 mm, weight:max. 50 g. 
 
Code: 100031 
Price: 180/pcs 
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                         ȝșȚȖșșȌȗȐȘȘȓȡȓ  
           șȽȹȺȶȰȸȳȰȽȹ ȸȫ ȭȹȯȫȽȫ ȭ ȬȫȼȰȴȸȫ ȼȰ ȹȼɅɄȰȼȽȭɊȭȫ ȺȹȼȻȰȯȼȽȭȹȷ ȽȹȺȶȹȹȬȷȰȸ ȷȰȱȯȾ ȽȹȺȶȫȽȫ ȭȹȯȫ ȭ ȺɅȻȭȳɂȸȳɊ ȵȻɅȮ ȳ ȼȽȾȯȰȸȫȽȫ ȭɅȭ 
ȭȽȹȻȳɂȸȳɊ. ȓȲȺȹȶȲȭȫȽ ȼȰ ȭȹȯȹðȭȹȯȸȳ ȽȹȺȶȹȹȬȷȰȸȸȳɁȳ, ȽɅȴ ȵȫȽȹ ȼȰ ȳȲȳȼȵȭȫ ȭȳȼȹȵ ȵȫȺȫɁȳȽȰȽ, ȼɅɂȰȽȫȸ ȼ ȳȲȯɅȻȱȶȳȭȹȼȽ ȸȫ ȭɅȲȷȹȱȸȹ ȷȳȸȳȷȫȶȸȹ 
ȸȫȶɊȮȫȸȰ, ȬȰȲ ȯȫ ȳȲȮȹȻɊȽ ȻȰȹȽȫȸȳȽȰ. ȚȻȰȯȶȫȮȫȸȳȽȰ ȽȹȺȶȹȹȬȷȰȸȸȳɁȳ ȼȫ ȻȫȲȻȫȬȹȽȰȸȳ Ȳȫ ȳȸȼȽȫȶȳȻȫȸȰ ȼ ȶȹȵȫȶȸȹ ȹȽȹȺȶȰȸȳȰ, ȬȹȴȶȰȻȳ, ȸȫȮȻɊȭȫɄȳ 
ȺȹȷȺȳ, ȼȹȶȫȻȸȳ ȺȫȸȰȶȳ ȳȶȳ ȯȻȾȮȳ ȳȲȽȹɂȸȳɁȳ ȸȫ ȽȹȺȶȳȸȫ. ȝȹȺȶȹȹȬȷȰȸȸȳɁȳȽȰ ȼȫ ȶȰȵȳ ȳ ȵȹȷȺȫȵȽȸȳ ȳ ȳȷȫȽ ȳȲɁɊȶȹ ȼȺȹȰȸȳ ȽȰȶȫ ȳ ȭɅȽȻȰɃȸȳ 
ȵȹȸȽȾȻȳ ȹȽ ȽȻɅȬȳ Ȳȫ ȽȻȫȸȼȿȰȻ ȸȫ ȺɅȻȭȳɂȸȳɊ ȳ ȭȽȹȻȳɂȸȳɊ ȵȻɅȮ ȸȫ ȭȹȯȫȽȫ. ȝȰȷȺȰȻȫȽȾȻȫȽȫ ȸȫ ȭȹȯȫȽȫ, Ⱥȹȯȫȭȫȸȫ ȵɅȷ ȺɅȻȭȳɂȸȳɊ ȵȻɅȮ ȽȻɊȬȭȫ ȯȫ ȸȰ Ȱ 
Ⱥȹðȸȳȼȵȫ ȹȽ 90ÁȜ. ȗȫȽȰȻȳȫȶɅȽ, ȹȽ ȵȹȴȽȹ ȼȫ ȳȲȻȫȬȹȽȰȸȳ Ȱ ȵȳȼȰȶȳȸȸȹðȾȼȽȹȴɂȳȭȫ ȸȰȻɅȱȯȫȰȷȫ ȼȽȹȷȫȸȫ AISIð316 ȳ Ƚȹȴ Ȱ ȳȲȬȻȫȸ ȼȶȰȯ ȯɅȶȮȹ 
ȺȻȹȾɂȭȫȸȰ ȸȫ ȼȻȰȯȫȽȫ, ȭ ȵȹɊȽȹ ȽȹȺȶȹȹȬȷȰȸȸȳɁȳȽȰ ɄȰ ȻȫȬȹȽɊȽ ȳ ȵȹɊȽȹ ȼȰ ɀȫȻȫȵȽȰȻȳȲȳȻȫ ȼ ȭȳȼȹȵ Ȼȳȼȵ ȹȽ ȵȹȻȹȲȳɊ, ȺȹȻȫȯȳ ȺȹȭȳɃȰȸȫȽȫ ɀȳȷȳɂȸȫ 
ȫȵȽȳȭȸȹȼȽ. ȎȫȻȫȸɁȳɊ 1 Ȯȹȯȳȸȫ. 
 
                       HEAT EXCHANGERS  
         Swimming pool water heating is accoplished by the heat transfer between the hot water in the primary circluit and cold water in the secondary 
circluit. Water-water type heat exchangers are used as they fullfil the requirements for high capacity combined with high resistance to minimum pressure 
without burning out of the heat elements. The heat-exchangers offered are created for installation with local heating, heatpumps, solar panels and other 
heat sources. They are light and compact and have fully welded bodies with inside outlines of tubes for transfer the primary and secondary water circles. 
The water temperature in primary circuit should be minimum 90ÁȜ. The bodies of the heat exchangers are made of high quality stanless steel with titanium 
admixture AISI 316, acid-proof and chemicals resistant. Warranty: 1 year. 
 

ȕȹȯ Kw Kcal/h 

100041 40 34000 

100042 75 65000 

100043 120 100000 

100044 165 140000 

100045 220 190000 

 

 
 

 

 

                        ȐȖȐȕȝțȓȢȐȜȕȓ ȘȋȎțȐȍȋȝȐȖȓ  

       ɽʣʝʢʪʨʠʯʝʩʢʠʪʝ ʥʘʛʨʝʚʘʪʝʣʠ ʩʘ ʨʘʟʨʘʙʦʪʝʥʠ ʠ ʢʦʥʩʪʨʫʠʨʘʥʠ ʟʘ ʥʝʧʨʝʢʲʩʥʘʪ ʨʝʞʠʤ ʥʘ ʨʘʙʦʪʘ 
ʜʦʨʠ ʧʨʠ ʚʲʟʤʦʞʥʦ ʤʥʦʛʦ ʥʠʩʢʦ ʥʘʣʷʛʘʥʝ, ʙʝʟ ʜʘ ʠʟʛʘʨʷʪ ʨʝʦʪʘʥʠʪʝ ʠʤ. ʄʘʪʝʨʠʘʣʲʪ, ʦʪ ʢʦʡʪʦ ʩʘ 
ʠʟʨʘʙʦʪʝʥʠ ʝ ʢʠʩʝʣʠʥʥʦïʫʩʪʦʡʯʠʚʘ ʥʝʨʲʞʜʘʝʤʘ ʩʪʦʤʘʥʘ AISI - 316. ʅʘʛʨʷʚʘʱʠʪʝ ʝʣʝʤʝʥʪʠ ʩʘ ʦʪ 

ʩʧʝʮʠʘʣʥʘʪʘ ʣʝʛʠʨʘʥʘ ʩʪʦʤʘʥʘ Incoloy, ʢʦʷʪʦ ʝ ʩ ʚʠʩʦʢʠ ʧʦʢʘʟʘʪʝʣʠ ʩʨʝʱʫ ʭʠʤʠʯʥʘ ʘʛʨʝʩʠʚʥʦʩʪ ʥʘ 

ʚʦʜʘʪʘ. ʅʘʛʨʝʚʘʪʝʣʠʪʝ ʩʘ ʢʦʤʧʘʢʪʝʥ ʤʦʜʝʣ ʩʲʩ ʩʤʝʥʷʝʤʠ ʨʝʦʪʘʥʠ, ʥʘ ʧʨʠʩʲʝʜʠʥʠʪʝʣʝʥ ʨʘʟʤʝʨ 1 1/2 ñ 

ʠʣʠ ʬ50. ʄʘʢʩʠʤʘʣʥʦ ʨʘʙʦʪʥʦ ʥʘʣʷʛʘʥʝ: 10 bar. ɻʘʨʘʥʮʠʷ: 1 ʛʦʜʠʥʘ. 

                         ELECTRICAL HEATERS  
         Electrical heaters are developed and constructed for continuous work even at very low pressure without 
damage of its heating elements. The material, of what their body is made, is a high quality stanless steel with 
titanium admixture AISI 316, acid-proof. The heating elements are made of special stainless material Incoloy that is 
high resistant to chemical agressiveness of the pool water. The water-flow heaters are compact model with 
replaceable heating elements, connections 1 1/2 ò or ȿ50. Maximum working pressure: 10 bar. Warranty: 1 year.  

ȕȹȯ șȺȳȼȫȸȳȰ Description Kw 

100051     ȚȻȹȽȹɂȰȸ ȸȫȮȻȰȭȫȽȰȶ Ȳȫ 
ȬȫȼȰȴȸ ȵȹȷȺȫȵȽȰȸ ȷȹȯȰȶ, ȭ 
ȵȹȷȺȶȰȵȽ ȼ ȺȻȰȼȹȼȽȫȽ, 
ȽȰȻȷȹȼȽȫȽ 40ÁȜ, ȽȰȻȷȳɂȸȫ 
ȲȫɄȳȽȫ 55ÁC ȳ ȯȭȰ ȼȵȹȬȳ Ȳȫ 
ȶȰȼȰȸ ȷȹȸȽȫȱ  

    Electrical water-flow heater 
compact model, supplied with 
pressure switch, thermostat up 
to 40ÁȜ, overheating protection 
55ÁC and two brackets for easy 
installation.  

6 

100052 9 

100053 12 

100054 18 

 

ȕȹȯ ʆʧʠʩʘʥʠʝ  Description Kw 

100061       ȚȻȹȽȹɂȰȸ ȸȫȮȻȰȭȫȽȰȶ Ȳȫ 
ȬȫȼȰȴȸ ȵȹȷȺȫȵȽȰȸ ȷȹȯȰȶ, ȭ 
ȵȹȷȺȶȰȵȽ ȼ ȺȻȰȼȹȼȽȫȽ, 
ȽȰȻȷȹȼȽȫȽ 40ÁȜ, ȽȰȻȷȳɂȸȫ 
ȲȫɄȳȽȫ 55ÁC ȳ ȯȭȰ ȼȵȹȬȳ Ȳȫ 
ȶȰȼȰȸ ȷȹȸȽȫȱ  
 
 
ȚȖȋȜȝȗȋȜșȍ ȕșțȚȞȜ 
 

      Electrical water-flow heater 
compact model, supplied with 
pressure switch, thermostat up 
to 40ÁȜ, overheating protection 
55ÁC and two brackets for easy 
installation.  
 
PLASTIC BODY 

3 

100062 6 

100063 9 

100064 12 

100065 15 

100067 18 
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                              ȏȋȝȢȓȕ Ȓȋ Țșȝșȕ  
             ȓȲȺȹȶȲȭȫ ȼȰ ȺȻȳ ȸȫȮȻȰȭȫȽȰȶȳȽȰ Ȳȫ ȹȽɂȳȽȫȸȰ ȸȫ ȭȹȯȰȸ ȺȹȽȹȵ ȭ ȽȻɅȬȳȽȰ. ȚȻȳ 
ȶȳȺȼȫ ȸȫ ȽȫȵɅȭ, ȳȲȵȶɉɂȭȫ ȼȳȼȽȰȷȫȽȫ ȸȫ ȸȫȮȻȰȭȫȽȰȶɊ, ȺȻȰȯȹȽȭȻȫȽɊȭȫȴȵȳ ȰȭȰȸȽȾȫȶȸȹ 
ȳȲȮȫȻɊȸȰ ȸȫ ȻȰȹȽȫȸȳȽȰ ȷȾ. ȚȹðȸȫȯȰȱȯȰȸ ȹȽ ȺȻȰȼȹȼȽȫȽȫ, ȽɅȴ ȵȫȽȹ ȭɅȻɀȾ ȸȰȮȹ ȸȰ ȭȶȳɊȰ 
ȹȼȽȫȽɅɂȸȹȽȹ ȸȫȶɊȮȫȸȰ ȭ ȽȻɅȬȳȽȰ. ȍ ɁȰȸȫȽȫ Ȱ ȭȵȶɉɂȰȸ ȿȳȽȳȸȮ Ȳȫ ȷȹȸȽȫȱ. 
ȕȹȯ100071 
ȡȰȸȫ: 200 ȶȭ/ȬȻ 
                             FLOW SWITCH 
           Used with the electrical heaters for water flow reading in the pipes. If there is no 
flow, it turns off the heater system, preventing possible damage of the heating elements. 
More reliable than the pressure switch because it is not affected by the balance pressure in 
the tubes with no water flow. Fitting for installation included. 
Code: 100071 
Price: 100/euro 

 

                         ȘȓȍșțȐȎȞȖȋȝșț-ȚșȚȖȋȍȥȕ 
         ȓȲȺȹȶȲȭȫ ȼȰ Ȳȫ ȫȭȽȹȷȫȽȳɂȸȹ ȵȹȸȽȻȹȶȳȻȫȸȰ ȸȫ ȸȳȭȹȽȹ. ȗȫȵȼȳȷȫȶȸȫ ȽȰȷȺȰȻȫȽȾȻȫ 
ȸȫ ȻȫȬȹȽȫ: ȹȽ 10Á ȯȹ 50ÁȜ. ȍȶȫȱȸȹȼȽ ȸȫ ȭɅȲȯȾɀȫ ȭ ȻȫȬȹȽȸȫȽȫ ȼȻȰȯȫ: ȹȽ 0 ȯȹ 85% RH. 
ȕȹȯ100081 
ȡȰȸȫ: 180 ȶȭ/ȬȻ 
 

                      MECHANICAL FLOAT LEVEL  
          Applied for automatic water level control. Working temperature zone fromð10 to 
50ÁȜ. Air humidity in the environment: from 0 to 85% RH  
Code: 100081 
Price: 90/euro 

 

 

ȕȹȯ ȜȽɅȺȫȶȫ ȋ ȍ Ȝ D Ȑ F 

100071 2 664 610 250 696 200 200 

100072 3 664 610 250 946 200 200 

100073 4 664 610 250 1196 200 200 

100074 5 664 610 250 1446 200 200 

 

                        ȜȝȥȖȌȓ  
        ȜȽɅȶȬȫ ȼ ɃȳȻȹȵȳ ȺȰȻȳȶȫ ȹȽ ȸȰȻɅȱȯȫȰȷȫ ȼȽȹȷȫȸȫ AISI ð 304 (18/8), 
ȿ38. țȰȶȰȿȸȳ ȫȸȽȳɀȶɅȲȮȫɄȳ ȷȰȽȫȶȸȳ ȼȽɅȺȫȶȫ, ȬȰȲ ȼȽȻȫȸȳɂȸȳ ȬȹȶȽȹȭȰ, 
ȵȹȳȽȹ ȯȫ ȸȫȻȾɃȫȭȫȽ ɁȰȶȹȼȽȽȫ ȸȫ ȽȻɅȬȫȽȫ ȳ ȽɊ ȯȫ ȵȹȻȹȲȳȻȫ. ȍ ȵȹȷȺȶȰȵȽ ȼɅȼ 
ȲȫȵȻȰȺȭȫɄȳ ȬȹȶȽȹȭȰ ȳ ȿȶȫȸɁȳ Ȳȫ ȷȹȸȽȫȱ. 
 

                       LADDERS  
        Ladder with wide handrails, made of stainless steel AISI ð 304 (18/8),  
ȿ38. Non-slipping metal steps, without side screws. A set with fixing screws 
and flanges for installation is included. 
 

 

 

 

 
 

 


